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Bid Bulletin No.1 dated 16 SEPTEMBER 2025 
 

HEAT PROTECTION STAIRWELL OF THE MAIN BUILDING (RE-ADVERTISEMENT) 

ANNEX “A” 
 
 
PROJECT: HEAT PROTECTION STAIRWELL OF THE MAIN BUILDING  
                   (RE-ADVERTISEMENT)  
 
 
QUERIES/CLARIFICATIONS RAISED DURING THE PRE-BID CONFERENCE: 
 

 Query/Clarifications TWG/BAC Reply 

1. For clarification, only the glass panel 
on the roof deck of the gym area will 
be replaced, and an exhaust will be 
installed then the rest of the flooring 
will only receive window tinting? 

Yes. Kindly refer to the detailed shop 
drawings of glass panel that will be 
replaced, with measurements is at 1975 
mm X 4700 mm. 

2 Since window tinting will be installed, 
sealant replacement is necessary. 
Does this mean the existing window 
panels from 2nd to the 12th floor also 
need a sealant replacement? 

Yes, there are already minor leaks in the 
windows frames due to normal wear & 
tear overtime hence, replacement with 
new sealant is necessary to address the 
issue. 

3 Since you are requiring a Visibility 
Light Transmission (VLT) film that is 
higher than 70%, which is almost a 
clear film, it is contradicting to your 
goal of energy saving. To achieve 
that, the film must be 50% lower. May 
you consider a VLT film of 60%? 

Kindly put your query into writing for 
clarification thru Bid Bulletin. 
 

 
WRITTEN QUERIES: 
 

 Query/Clarifications TWG/BAC Reply 

1 Clarifications with reference to item 
no. 3. inquiry 

The reference to a contradictory 
requirement applies only to the Solar 
Gard product, as other brands have 
demonstrated compliance with the 
specified VLT level while maintaining 
energy-saving performance. 
  
The prescribed specification was set to 
ensure conformity with both safety and 
efficiency standards and cannot be 
relaxed to a lower VLT percentage. 
 

 
 
 


