ANNEX “A”

PROJECT: DISASTER RECOVERY COLLOCATION

QUERIES/CLARIFICATIONS RAISED DURING THE PRE-BID CONFERENCE:

Query/Clarifications

TWG/BAC Reply

1 | Regarding item 1.2.3, which states
that the site must be located at least
50 kilometers from the SSS Main
Office, could you please clarify
whether this distance is measured
using Waze (road distance) or as a
straight-line (radial) distance?

The 50-kilometer requirement stated in
item 1.2.3 refers to radial distance,
meaning the straight-line measurement
from the SSS Main Office to the
proposed site—not the road distance
calculated via navigation apps like
Waze.

2 | Regarding item 3.6.2, which requires
an NDD-enabled telephone line,
could you please specify the
intended location for the installation
of this line?

Preferably inside the cage/enclosure
with all SSS equipment for its exclusive
use.

3 | Regarding item 1.1.6, which states
that the site must allow SSS 24/7
operations, could you please confirm
if this means the site must be
accessible at all times?

This requires that the site be accessible
to SSS personnel at any time
operations are being conducted. This
ensures uninterrupted 24/7 access for
critical activities, maintenance, or
emergency response.

4 | We noticed that the project title is
referred to as “Disaster Recovery
Collocation” in the Bid Documents,
while in other instances it is called
“Data Center Collocation”. Could you
please clarify the official project title
to ensure consistency in the
submission of bids?

The official title of the project is
“Disaster Recovery Collocation” as
stated in the Bid Documents. Please
use this title consistently in all bid-
related submissions to avoid confusion.

WRITTEN QUERIES:

Query/Clarifications

TWG/BAC Reply

1 | What is the power requirement per
rack?.

Power requirement per rack is: 5,200
watts

2 | Regarding 1.3.1 ISO 50001:2018
Energy Management Systems; ISO
9001:2015 (Quality Management
System)

We are undergoing an ISO audit for
both with a target to acquire
certificates by Q1 2026. Is it
acceptable to provide supporting
documents for the ongoing audit?

No.

Under Section 1.3.1 of the Technical
Specifications, the requirement for
certifications such as 1ISO 50001:2018
(Energy Management Systems) and
ISO 9001:2015 (Quality Management
System) is clearly stated as part of the
mandatory compliance for bidders,
thus, required should be current or
existing at the time of bidding.
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3 | Regarding item 3.1.2, which states
that must use water-free, clean agent
fire suppression and protection
systems designed and approved for
Data Center area use and
application.

Will the VESDA with double interlock
pre-action sprinkler system work as
Fire Suppression System?

No.

The VESDA with double interlock pre-
action sprinkler system does not
comply with item 3.1.2 of the Technical
Specifications.

It may be used in addition to a clean
agent system for enhanced protection,
but not as a substitute.

4 | On request for extension by Digital
Edge — Ms. Katrina Pardo, Senior
Account Executive (emailed request
dated 28 October 2025

TWG cannot allow further extension of
the procurement schedule.
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