
Technical Specifications 
 

Item Specification Statement of Compliance 

[Bidders must state here either “Comply” or “Not Comply” against each of the individual 
parameters of each Specification stating the corresponding performance parameter of the 
equipment offered. Statements of “Comply” or “Not Comply” must be supported by evidence in a 
Bidders Bid and cross-referenced to that evidence.  Evidence shall be in the form of 
manufacturer’s un-amended sales literature, unconditional statements of specification and 
compliance issued by the manufacturer, samples, independent test data etc., as appropriate. A 
statement that is not supported by evidence or is subsequently found to be contradicted by the 
evidence presented will render the Bid under evaluation liable for rejection.  A statement either in 
the Bidder's statement of compliance or the supporting evidence that is found to be false either 
during Bid evaluation, post-qualification or the execution of the Contract may be regarded as 
fraudulent and render the Bidder or supplier liable for prosecution subject to the applicable laws 
and issuances.] 

Item Specification 
Statement of 
Compliance 

Annex 

1 ALARM CONTROL PANEL  
 

 6 Zone min. Digital Control Panel (LCD display) with 
Automatic Telephone Dialer and Built-in programming 
keypad. 
 

 6 Zones (minimum), Programmable for 24 Hour 
Instant or 24 Hour Silent Alarm Reporting 

 Programmable master code and user codes 
 Protection Zones are programmable for single or 

multiple triggering 
 Programmable time for Exit Delay, Entry and 

alarm duration 
 Each protection zone is programmable for 

response time 
 Exit and entry warning beeps on-off options 
 Built-in dynamic battery charger and tester with 

auto or manual testing options 
 

  

2 ELECTRICAL COMPONENTS   

 

2.1 Power Supply : 220 AC input, 12V DC/1.5 Amp 
output (min.) 

  

2.2 Back-up Battery : 12V, 1.2Ah (min.)   
2.3 Triggering Device : 

: 
Hold-up Button Switch with 
Reset key Hold-up Money Clip 
Switch 

  

2.4 Light Indicator : 
 
: 

12V, 100mm dia. Red  LED- 
Strobe Light 
12V, 10mm dia. Red pilot 
indicator light 

  

2.5 Moulding : 1” Plastic Moulding   
2.6 Conduit : 15mmØ Flexible Hose   
2.7 Wire : 

 
 

#22/4C Solid – Telephone 
Jacketed wire, Lead Free 

  

2.8 Connectors : 
: 

RJ11 2-way Telephone Jack 
Line Splitter 

  

3  AUTO DIAL SEQUENCE 
  



 

The alarm system shall be configured to automatically 
transmit notifications/alerts to the appropriate authorities 
sequentially (e.g., internal security, nearest police station, 
designated response units) through the built-in automatic 
telephone dialer or equivalent communication module. The 
dialing/notification sequence, retry attempts, and contact 
list shall be programmable within the control panel 

  

 
 
 
Name: _____________________________________________________________   

Legal capacity:_______________________________________________________   

Signature:____________________________________________________________    

Duly authorized to sign the Bid for and behalf of: _____________________________    

Date: _______________________ 


