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Bidders must state “Comply” or “Not Comply” for each specification and provide the 
corresponding performance parameters for offered equipment. Each response must be 
supported by a clear documentary support in the bid and properly cross-referenced. 
Acceptable evidence includes unaltered manufacturer sales brochures, official specification 
sheets, product samples, independent test results, and similar documents. 
Claims should be backed by documentary support. If the evidence contradicts the claim, the 
bid may be rejected. Any false statement—whether in the compliance form or supporting 
documents—found during evaluation, post-qualification, or contract implementation may be 
considered fraudulent in accordance with ITB Clause 3.1(a)(ii) and without prejudice to the 
imposition of appropriate administrative, civil, and criminal penalty in accordance with law. 

LOT 3 – MODULAR FURNITURE- OSVP-ADMINISTRATION GROUP 
• Bidder must submit HPL swatches 2” x 2” cut-out, (accompanied by manufacturer’s/ distributor’s certificate) 

of excellent quality similar to the color specified in the technical specifications. 

• Sample 2” x 2” cut-out of MDF board 

• Sample (cut-out) of frame/trim/capping and corner post for Modular Workstation 

I. MODULAR OFFICE SYSTEMS   

1. Executive Workstation 1 (EWS1)   
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2. Supervisor’s Workstation (SHW3)   
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DESIGN 
L-shaped workstation with 50mm thick Modular Panel in High 
Pressure Laminate (HPL) with 30mm thk Medium Density Fiber 
(MDF) board tabletop in High Pressure Laminate (HPL) finish. 

CONSTRUCTION  

Worktop 30 mm thick medium density fiber (MDF) board in HPL finish, with 2 
mm thick PVC edging and two (2) plastic grommet with rotating 
cover for every work surfaces. 
 
Main Desk :1500 mm (W) x 600 mm (D) x740mm (H) 
Side Desk : 1000 mm (W) x 450 mm (D) x 740mm (H) 

High Partition 1200 mm (H) using 50 mm thick modular panel in High Pressure 
Laminate (HPL) finish, two-tone with adjustable gliders 

Low Partition 900 mm (H) x 1500 mm (D) using 50 mm thick modular panel in 
High Pressure Laminate (HPL) finish, two-tone with adjustable 
gliders 
 
900 mm (H) x 600 mm (D) 50 mm thick modular panel in High 
Pressure Laminate (HPL) finish, two-tone with adjustable gliders 

Frame, Trim, Capping 
and Corner Posts 

Aluminum Extrusions in powder-coated finish. Submit sample for 
approval 

Skirting/Base 
100mm (H) powder-coated aluminum panel with raceway for cables 
and three (3) knockouts for UPS / Normal Power / Datacom outlets. 

COLORS/FINISHES Specific colors/finishes subject for approval. 

High Pressure 
Laminate (HPL) 

Two-tone high pressure laminate of excellent quality (Specific 
colors/finishes subject for approval)  
 
Desk tabletop: Wood grain Finish 
Modular Panels: White (Top); Gray (Bottom) 
Trims: Light Gray 
Raceway: Dark Gray 

 

 
 

 (Reference pictures only) 
 

  



ANNEX-A 

 

 

Item Specification 

Statement 

of 

Compliance 

Annex 

II. TABLES/CONTRACT FURNITURE   

1. Round Meeting Table (MT)   

 

 

 

 

 

 

 

 

 

 

 

 

 

DESIGN 
4-seater round table in medium density fiber (MDF) board in high 
pressure laminates (HPL) finish. 

DIMENSION 900 mm diameter x 750 mm (H) 

CONSTRUCTION  

Tabletop 
30 mm thick medium density fiber (MDF) board in high pressure 
laminate finish (HPL) and 2 mm thick PVC flat edging same color as 
worktop. 

Supports/Legs 
25 mm thick medium density fiber (MDF) board in high pressure 
laminate (HPL) finish with 2 mm thick PVC flat edging same color as 
worktop and adjustable PVC gliders on gable ends. 

COLOR Submit sample and color swatch for approval                 

High pressure 
Laminate (HPL) 

Tabletop: Wood pattern 
Support: Wood pattern 

 

 

  

3. Free-Standing Training Table (FTT)   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

DESIGN 
Foldable top desk in medium density fiber (MDF) board tabletop and 
high pressure laminate (HPL) finish, mounted on steel frame, tubular 
legs in powder coated finish, with modesty panel and undershelf. 

DIMENSION 1500mm (L) x 600mm (W) x 750mm (H) 

CONSTRUCTION  

Tabletop 1500 mm (L) x 600  mm (W) using 30 mm thick medium density 
fiber (MDF) board in high pressure laminate (HPL) finish, post-
formed front/back edges with 2 mm thick PVC flat edging on side 
edges mounted on 2mm thick tubular frame in powder coated finish 

Legs/Supports 40mm x 40mm, Ga.12 tubular steel, powder-coated finish (black) 

Modesty Panel 
1500 mm (L) x 500 mm (H) x 18mm thick medium density fiber (MDF) 
board in high pressure laminate (HPL) finish 

Undershelf Ga. 16 Tubular steel in powder coated finish (black) 
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Folding Mechanism Table top and undershelf folds simultaneously (adjustable inclination) 

ACCESSORIES  

Wheel casters 
4 pcs heavy duty twin wheel casters, nylon type, w/ locking 
mechanism 

COLOR / FINISHES Submit sample and color swatch for approval                 

High pressure 
Laminate (HPL) 

Tabletop: Wood pattern 
Support: Black 

Legs/Frame Black (powder coated) 

 

 

 

 

 

 

 

 

 

4. Pantry Table 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

DESIGN 
4-seater square table, 30mm thick medium density fiber (MDF) board 
in high pressure laminate (HPL) finish table top mounted on Cast iron 
top plate, tube post and square base in powder-coated finish 

DIMENSION             900 mm (W) x 900 mm (L) x 750 mm (H) 

CONSTRUCTION  

Tabletop 
30 mm thick medium density fiber (MDF) board in high pressure 
laminate (HPL) finish table top 

Legs/Supports 
Cast iron top plate, tube post and square base in powder-coated 
finish 

COLOR/FINISHES 
(Submit sample for 
approval) 

Tabletop: Wood Finish 
Legs/Frame: Black 

  

(Reference picture only) 
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5. Manager’s Back Cabinet (MBC) 

 

  

II. SEATING FURNITURE 

• Bidder must submit swatches of fabric, leatherette and foam with 

manufacturer/distributor’s certificate  

• Manufacturer/distributor’s certificate for gas lift mechanism 

  

1. Executive Chair (S1)   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

DESIGN High-back swivel chair with synchronized tilt and swivel mechanism, 
recline and rocking feature, pneumatic seat height adjustment, 
rounded profile backrest with integral headrest, fixed padded armrest 
and 5-prong base. 

DIMENSION Backrest: 730 mm (H) x 490 mm (W) 
Seat: 490 mm (W) x 470 mm (D) 
Base diameter: 640 to 670 mm 
Armrest length: 240 mm - 300 mm 

CONSTRUCTION  

Backrest Reclining backrest with lumbar support made of plastic shell with high 
density molded foam, leatherette upholstery and rocking feature. 

Tilt Synchronized tilt/swivel mechanism that allows tilting forward at 80° 
and backward at 110°, with tilt tension adjustment, control lever that 
releases tilt for free float of backrest or tilt lock in a specific angle and 
safety feature that allows non-movement of backrest upon initial 
unlocking of lever. 

Seat   
Seat made of plastic shell with high density molded foam and 
upholstery. 

Armrest 
High Quality Chrome Solid Aluminum Fixed armrest and upholstered 
pads. 

Gas lift 
Mechanism 

28mm diameter gas cylinder head with outer tube diameter of 50 mm - 
60 mm, German make gas lift mechanism. Manufacturer's Certification 
required. 

Wheel Casters 50 mm diameter twin wheel casters, nylon type. 

Base     
5-prong aluminum base or nylon base with crisscrossed inner core; 
load capacity of not less than 250 lbs (Manufacturer's Certification 
required). 

COLOR Upholstery: Black Leatherette 
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Frame/Base: Black nylon or glossy/satin metal finish. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

2. Staff Chair (S2)   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

DESIGN Mid-back swivel chair with synchronized tilt 
mechanism, pneumatic seat height 
adjustment, fixed contoured polypropylene 
armrest and 5-prong base. 

DIMENSION Backrest height: 550 mm  
Seat width: 490 mm  
Seat height: 470 mm (adjustable) 

CONSTRUCTION  

Backrest With lumbar support made of plastic shell 
and cushioned with high density molded 
foam. 

Tilt synchronized swivel/tilt mechanism that 
allows tilting forward at 80° and backward 
at 110°; with tilt tension adjustment, control 
lever that releases tilt for free float of 
backrest and safety feature that allows non-
movement of backrest upon initial unlocking 
of lever. 

Seat   plastic shell with high density molded foam 
(Uratex or approved equal). 

Armrest fixed contoured polypropylene arm frame 
and armrest. 

Gas lift 
Mechanism 

28mm diameter gas cylinder head with 
outer tube diameter of 50 – 60 mm, 
German Make gas lift mechanism. 
Manufacturer's Certification required. 

Wheel Casters 50 mm diameter twin wheel casters, nylon 
type 

Base     5-prong metal or nylon base with 
crisscrossed inner core; load capacity of 

  

(Reference picture only) 
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not less than 250 lbs (Manufacturer's 
Certification required) 

COLOR 
Upholstery: Black Leatherette 
Frame/Base: Black nylon or glossy/satin 
metal finish 

 

 

 

 

 

 

 

 

 

 

 

 

3. Conference Room/Meeting Chair (S3)   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

DESIGN 
Low back swivel chair with pneumatic seat height adjustment, single 
position tilt lock, molded polypropylene armrest and 5-prong nylon 
base. 

DIMENSION 
Backrest height: 460 mm; Seat width: 490 mm; Seat height: 584 mm 
to 838 mm 

CONSTRUCTION  

Backrest with lumbar support made of plastic shell with high density molded 
foam. 

Tilt single position tilt lock or control lever which releases tilt for free float 
of backrest  . 

Seat   made of plastic shell with high density molded foam (Uratex or 
approved equal). 

Armrest fixed molded polypropylene arm frame and armrest. 

Gas lift 
Mechanism 

28mm diameter gas cylinder head with outer tube diameter of 50 – 60 
mm, German Make gas lift mechanism. Manufacturer's Certification 
required. 

Wheel Casters 50 mm diameter twin wheel casters, nylon type. 

Base     5-prong black nylon base with crisscrossed inner core and load 
capacity of not less than 250 lbs (Manufacturer's Certification 
required). 

COLOR Upholstery: Black Leatherette 

 

 

 

 

 

  

(Reference picture only) 

(Reference picture only) 

(Reference picture only) 
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4. Guest Chair 1 (S5) – Executive Office   

 

 

 

 

 

 

 

 

DESIGN Mid-back chair with cantilever tubular legs, cushioned seat and 
backrest, polypropylene armrest and cantilever legs. 

CONSTRUCTION  

Backrest and Seat Polypropylene back and seat with 2” thick high density molded foam 
cushion (Uratex or approved equal) with leatherette upholstery. 

Legs Tubular legs in powder-coated finish, cantilever-type; load capacity of 
not less than 250 lbs 

Arm/armrest Fixed polypropylene armrest. 

COLOR 
 

Upholstery: Black Leatherete 
Legs/Frame: Black 
(Submit sample and color swatch for approval) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

(Reference picture only) 
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5. Guest Chair 2 (S6)   

 

 

 

 

 

 

 

 

 

 

 

 

                                                                                                                                    

 

 

 

 

 

 

 

 

 

  

DESIGN Low back chair with sled base in powder-coated finish; with armrest. 

CONSTRUCTION  

Backrest and Seat 
Polypropylene back and seat with high density molded foam cushion 
(Uratex or approved equal), fabric upholstery and “waterfall” seat 
profile. 

Seat Support 
parallel or intersecting (“X”) seat support in tubular metal frame with 
seamless weld 

Frame/Legs 
18 mm (min.) diameter powder-coated tubular frame; sled-type base. 
 

COLOR 
 

Upholstery: Black Leatherette 
Legs/Frame: Black 
(Submit sample and color swatch for approval) 

  

6. 

 

 

 

 

 

 

 

 

 

 

3-Seater Sofa (3SS) 

DESIGN Leatherette upholstered seat, 

loose cushions with top 

grade high resilience foam 

on non-sag spring. 

 
Sample Picture 

(for reference only) 

(Design subject for approval 

and revision) 

DIMENSION 2100mm L x 800mm W x 

800mm H 

CONSTRUCTION  

Upholstery Leatherette 

Frame/Base Marine Plywood body frame 

on powder coated finish steel 

legs, with mid base supports 

and rubber chair glides 

COLOR 
Specific colors/finishes 

subject for approval 

 

Upholstery: Color for 
Approval 

Legs/ Exposed Frame: Silver 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

(Reference picture only) 
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7. 2-Seater Sofa (2SS) 

DESIGN Leatherette upholstered seat, 

loose cushions with top 

grade high resilience foam 

on non-sag spring. 

 

Sample Picture 

(for reference only) 

(Design subject for approval 

and revision) 

DIMENSION 1500mm L x 800mm W x 

800mm H 

CONSTRUCTION  

Upholstery Leatherette 

Frame/Base Marine Plywood body frame 

on powder coated finish steel 

legs, with mid base supports 

and rubber chair glides 

COLOR 
Specific colors/finishes 

subject for approval 

 

Upholstery: Color for 
Approval 

Legs/ Exposed Frame: Silver 
 

  

8.   

 

  

IV STEEL SHELVES, CABINETS & DRAWERS   

1. Mobile Pedestal Drawer   

 
DESIGN Cold Rolled steel with high quality powder coating finish with three (3) 

layer drawers in powder coated finish, with full extension ball-bearing 
slides, central lock system, recessed drawer pulls, with 2 pcs stationery 
tray/organizer and heavy-duty  caster wheels. 

DIMENSION 400mm (W) x 560mm (D) x 650mm (H) 

CONSTRUCTION  

Body/Case Manufactured in cold rolled sheet Ga. #22 (0.80mm) in powder coated 
finish. 
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Pull-out Drawer Fabricated in cold rolled sheet Ga. #24 (0.60 mm) with central control 
lock on the top drawer. 

Rail Made in cold rolled sheet Ga. #20 (0.90mm), hang on roller bearing in 
powder coated finish. 

Casters Lockable Caster Wheel with fifth wheel for stability. 

COLOR Light Gray (Submit sample for approval) 

2. 4-Drawer Lateral Filing Cabinet   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                                       
 
 
 
 
 
 
 

DESIGN Powder-coated steel filing cabinet with four (4) pull-out 
drawers in metal glides, adjustable steel file dividers, anti-tilt 
mechanism, anti-tilt counterweight located at the bottom, 
built-in full recessed pull and central locking mechanism. 

Dimension 900mm (W) x 500mm (D) x 1380mm (H) 

CONSTRUCTION Cold rolled metal sheets in powder-coated finish, heavy-duty 
drawer suspension in ball bearing and zinc chromate finish 
with the following thickness: 

Pull-out Drawer Fabricated in cold rolled shell Ga. #22 (0.80 mm) with 2 steel 
file divider and built-in PVC flush handle per drawer. Heavy-
duty drawer suspension in ball-bearing slides and zinc 
chromate finish, with a minimum load capacity of 50 
kgs/drawer (Manufacturer's certification required) 

Interior Supports/ Braces 1.20 mm (Gauge # 18) cold-rolled steel 

Carcase / Shell Manufactured in cold rolled sheet Ga. #20 (0.90mm) with 
vertical support both sides, welded. 

Rail Made in heavy duty cold rolled sheet Ga. 17 (1.40mm) in full 
extension suspension on roller bearing in powder coated 
finish. With a minimum load capacity of 50kgs/drawer. 
(Manufacturer's Certification required) 

COLOR Light Gray (Submit sample for approval) 

 

 

(Reference picture only) 

(Reference picture only) 
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3. Open Steel Shelves   

 
DESIGN 

6-Layer Open Steel Shelves in powder coated finish with Steel 
Stiffener on both sides. 

DIMENSION 500mm (W) x 1000mm (D) x 2100mm (H) 

CONSTRUCTION 

Vertical Post 
Ga. #14 (2.0mm thk) cold-rolled steel and roll formed into a modified 
angle shape with 38mm x 38mm holes. 

Shelves 
Fabricated in cold-rolled sheet Ga. #18 (1.27mm) double bended on all 
side with bottom support in rectangular form, welded. 

Stiffener Ga. #18 (1.27mm) Steel Stiffener on both sides. 

COLOR Submit sample for approval 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

IV. GENERAL SPECIFICATIONS 

a) Hooks and brackets shall be provided with locking devices to prevent 

accidental dismounting of worktop when attached to the panels/supports. 

Panels that are perpendicular or parallel to a fix wall shall be anchored to 

the wall using metal connectors, otherwise, all assemblies shall be 

properly anchored to the floor. 

b) Modular panels shall be fully interchangeable and can be dismantled or 

assembled without the use of special tools. 

c) Panels and worktops with thickness that are not commercially available 

shall be fabricated using the same material, laminated together using 

appropriate adhesives and applicable technology. 

d) Materials or accessories deemed necessary to complete the modular 

workstations but not specifically mentioned in the Specifications, Bid 

Breakdown Form, working drawings or in the other contract documents 

are inferred and shall be supplied, installed and rendered by the 

contractor without extra cost to the owner. Such material shall be of the 

highest quality available and installed in an appropriate manner. 
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e) Furniture sizes that are not commercially available shall be fabricated 

using the specified materials and applicable technology. 

 

 

 

 

 


