
Technical Specifications 
 

 

Item Specification 
Statement of 
Compliance 

Annex 

Bidders must state “Comply” or “Not Comply” for each specification and provide the 
corresponding performance parameters for offered equipment. Each response must be supported 
by a clear documentary support in the bid and properly cross-referenced. Acceptable evidence includes 
unaltered manufacturer sales brochures, official specification sheets, product samples, independent test 
results, and similar documents. 
 
Claims should be backed by documentary support. If the evidence contradicts the claim, the bid may be 
rejected. Any false statement—whether in the compliance form or supporting documents—found during 
evaluation, post-qualification, or contract implementation may be considered fraudulent in accordance 
with ITB Clause 3.1(a)(ii) and without prejudice to the imposition of appropriate administrative, civil, and 
criminal penalty in accordance with law. 

The Bidders must submit brochures/ catalogues/ technical data sheets showing the required 
specifications stated herein. 
 
Note: None submission of such brochures/ catalogues/ technical data sheet shall be ground for 
disqualification. 

Lot 1- Fire Protection System for SSS Baguio Building 

1. FIRE PUMP 
GPM: 500gpm 
TDH:130psi (minimum) 
Power Supply: 230volts/3phase/60hz 
 
Technical Features:  
Ductile iron casing 
Stainless steel shaft 
Bronze shaft sleeves 
Bronze or stainless-steel glands 
Dynamically balanced impellers 
Corrosion-resistant lantern rings 
Re-greaseable ball bearings 
 
Fire pump Controller 
NEMA 2 enclosure 
Starting Method: Reduced Voltage Wye-delta open 
 
Technical Features: 
Locked Rotor Protector 
Electrical Readings 
Pressure Readings 
Pressure Sensing 
UL Listed 
FM Approved 
 

  

2. JOCKEY PUMP 
GPM: 20gpm 
TDH: 140psi 
Power Supply: 230volts/3phase/60hz 
 
Technical Features: 
Solid state controls with digital iPD+ operator interface 
Manual motor run  
Automatic motor run  
System pressure  
Automatic mode  
Off mode  
Motor overload  

  



Pump start counter  
Elapsed time meter (hours / non-resettable) 
 

3. VALVES AND ACCESSORIES 
 
Gate Valve 
OS&Y Type-Flanged Ends 
Body: Ductile Iron 
Stem: Stainless Steel 
Working pressure :300 PSI (minimum) 
UL Listed 
FM Approved 
 
Y strainer 
Body: Ductile Iron 
Screen: Stainless Steel 
Working pressure :300 PSI (minimum) 
UL Listed 
 
Swing check valve 
Body: Ductile Iron 
Working pressure :300 PSI (minimum) 
UL Listed 
FM Approved 
 
Water Flow Detector 
Sensitivity Range: 4 - 10 usgpm 
Enclosure Rating: NEMA 4- suitable for indoor/ outdoor 
Working pressure :300 PSI (minimum) 
UL Listed 
FM Approved 
 
Air Release Valve 
Body: Ductile Iron 
Float: Stainless Steel 
Working pressure: 200 PSI (minimum) 
FM Approved 
 
Sprinkler Gauge 
Dial: 3.5” (90mm), white aluminum with black and red markings 
UL Listed 
FM Approved 
 
Ball Valve 
Body Bronze  
Working pressure :300 PSI (minimum) 
 

  

4. SPRINKLER HEADS 
  
Pendent, Upright and Side Wall 
Thread Size: ½” 
Temperature Rating: 155⁰F or 68⁰C, Red Bulb  
Quick Response 
UL Listed 
FM Approved 
 

  

5. PIPES  
 
cPVC Pipes 
ASTM F442 
Pressure Rating- 315 psi 
C Factor- 150 

  



 
Black Iron Pipes 
Schedule 40 
ERW 
ASTM A53 
 

 

 
Name: _____________________________________________________________  
 
Legal capacity:_______________________________________________________  
 
Signature:___________________________________________________________   
 
Duly authorized to sign the Bid for and behalf of: ______________________________   
 
Date: _______________________ 
 



 

 

 

Item Specification 
Statement of 
Compliance 

Annex 

Bidders must state “Comply” or “Not Comply” for each specification and provide the 
corresponding performance parameters for offered equipment. Each response must be supported 
by a clear documentary support in the bid and properly cross-referenced. Acceptable evidence includes 
unaltered manufacturer sales brochures, official specification sheets, product samples, independent test 
results, and similar documents. 
 
Claims should be backed by documentary support. If the evidence contradicts the claim, the bid may be 
rejected. Any false statement—whether in the compliance form or supporting documents—found during 
evaluation, post-qualification, or contract implementation may be considered fraudulent in accordance 
with ITB Clause 3.1(a)(ii) and without prejudice to the imposition of appropriate administrative, civil, and 
criminal penalty in accordance with law. 

The Bidders must submit brochures/ catalogues/ technical data sheets showing the required 
specifications stated herein. 
 
Note: None submission of such brochures/ catalogues/ technical data sheet shall be ground for 
disqualification. 

Lot 2- Fire Protection System for SSS Cebu Building 

1. FIRE PUMP 
GPM: 300gpm 
TDH: 120psi 
Power Supply: 230volts/3phase/60hz 
 
Technical Features:  
Ductile iron casing 
Stainless steel shaft 
Bronze shaft sleeves 
Bronze or stainless-steel glands 
Dynamically balanced impellers 
Corrosion-resistant lantern rings 
Re-greaseable ball bearings 
 
Fire pump Controller 
NEMA 2 enclosure 
Starting Method: Reduced Voltage Wye-delta open 
 
Technical Features: 
Locked Rotor Protector 
Electrical Readings 
Pressure Readings 
Pressure Sensing 
UL Listed 
FM Approved 
 

  

2. JOCKEY PUMP 
GPM: 15gpm 
TDH: 130psi 
Power Supply: 230volts/3phase/60hz 
 
Jockey pump Controller 
NEMA 2 enclosure 
Fuseless magnetic motor starter 
 
Technical Features: 
Solid state controls with digital iPD+ operator interface 
Manual motor run  
Automatic motor run  
System pressure  

  



Automatic mode  
Off mode  
Motor overload  
Pump start counter  
Elapsed time meter (hours / non-resettable) 
 

3. VALVES AND ACCESSORIES 
 
Gate Valve 
OS&Y Type-Flanged Ends 
Body: Ductile Iron 
Stem: Stainless Steel 
Working pressure :300 PSI (minimum) 
UL Listed 
FM Approved 
 
Y strainer 
Body: Ductile Iron 
Screen: Stainless Steel 
Working pressure :300 PSI (minimum) 
UL Listed 
 
Swing check valve 
Body: Ductile Iron 
Working pressure :300 PSI (minimum) 
UL Listed 
FM Approved 
 
Water Flow Detector 
Sensitivity Range: 4 - 10 usgpm 
Enclosure Rating: NEMA 4- suitable for indoor/ outdoor 
Working pressure :300 PSI (minimum) 
UL Listed 
FM Approved 
 
Air Release Valve 
Body: Ductile Iron 
Float: Stainless Steel 
Working pressure: 200 PSI (minimum) 
FM Approved 
 
Sprinkler Gauge 
Dial: 3.5” (90mm), white aluminum with black and red markings 
UL Listed 
FM Approved 
 
Ball Valve 
Body Bronze  
Working pressure :300 PSI (minimum) 
 

  

4. SPRINKLER HEADS 
  
Pendent, Upright and Side Wall 
Thread Size: ½” 
Temperature Rating: 155⁰F or 68⁰C, Red Bulb  
Quick Response 
UL Listed 
FM Approved 
 

  

5. PIPES  
 
cPVC Pipes 

  



ASTM F442 
Pressure Rating- 315 psi 
C Factor- 150 
 
Black Iron Pipes 
Schedule 40 
ERW 
ASTM A53 
 

 

 
Name: _____________________________________________________________  
 
Legal capacity:_______________________________________________________  
 
Signature:___________________________________________________________   
 
Duly authorized to sign the Bid for and behalf of: ______________________________   
 
Date: _______________________ 

 

 



 

 

 

Item Specification 
Statement of 
Compliance 

Annex 

Bidders must state “Comply” or “Not Comply” for each specification and provide the 
corresponding performance parameters for offered equipment. Each response must be supported 
by a clear documentary support in the bid and properly cross-referenced. Acceptable evidence includes 
unaltered manufacturer sales brochures, official specification sheets, product samples, independent test 
results, and similar documents. 
 
Claims should be backed by documentary support. If the evidence contradicts the claim, the bid may be 
rejected. Any false statement—whether in the compliance form or supporting documents—found during 
evaluation, post-qualification, or contract implementation may be considered fraudulent in accordance 
with ITB Clause 3.1(a)(ii) and without prejudice to the imposition of appropriate administrative, civil, and 
criminal penalty in accordance with law. 

The Bidders must submit brochures/ catalogues/ technical data sheets showing the required 
specifications stated herein. 
 
Note: None submission of such brochures/ catalogues/ technical data sheet shall be ground for 
disqualification. 

Lot 3- Fire Protection System for SSS Davao Building 

1. FIRE PUMP 
GPM: 300gpm 
TDH: 120psi 
Power Supply: 230volts/3phase/60hz 
 
Technical Features:  
Ductile iron casing 
Stainless steel shaft 
Bronze shaft sleeves 
Bronze or stainless-steel glands 
Dynamically balanced impellers 
Corrosion-resistant lantern rings 
Re-greaseable ball bearings  
 
Fire pump Controller 
NEMA 2 enclosure 
Starting Method: Reduced Voltage Wye-delta open 
 
Technical Features: 
Locked Rotor Protector 
Electrical Readings 
Pressure Readings 
Pressure Sensing 
UL Listed 
FM Approved 
 

  

2. JOCKEY PUMP 
GPM: 15gpm 
TDH: 130psi 
Power Supply: 230volts/3phase/60hz 
 
Jockey pump Controller 
NEMA 2 enclosure 
Fuseless magnetic motor starter 
 
Technical Features: 
Solid state controls with digital iPD+ operator interface 
Manual motor run  
Automatic motor run  
System pressure  

  



Automatic mode  
Off mode  
Motor overload  
Pump start counter  
Elapsed time meter (hours / non-resettable) 
 

3. VALVES AND ACCESSORIES 
 
Gate Valve 
OS&Y Type-Flanged Ends 
Body: Ductile Iron 
Stem: Stainless Steel 
Working pressure :300 PSI (minimum) 
UL Listed 
FM Approved 
 
Y strainer 
Body: Ductile Iron 
Screen: Stainless Steel 
Working pressure :300 PSI (minimum) 
UL Listed 
 
Swing check valve 
Body: Ductile Iron 
Working pressure :300 PSI (minimum) 
UL Listed 
FM Approved 
 
Water Flow Detector 
Sensitivity Range: 4 - 10 usgpm 
Enclosure Rating: NEMA 4- suitable for indoor/ outdoor 
Working pressure :300 PSI (minimum) 
UL Listed 
FM Approved 
 
Air Release Valve 
Body: Ductile Iron 
Float: Stainless Steel 
Working pressure: 200 PSI (minimum) 
FM Approved 
 
Sprinkler Gauge 
Dial: 3.5” (90mm), white aluminum with black and red markings 
UL Listed 
FM Approved 
 
Ball Valve 
Body Bronze  
Working pressure :300 PSI (minimum) 
 

  

4. SPRINKLER HEADS 
  
Pendent, Upright and Side Wall 
Thread Size: ½” 
Temperature Rating: 155⁰F or 68⁰C, Red Bulb  
Quick Response 
UL Listed 
FM Approved 
 

  

5. PIPES  
 
cPVC Pipes 

  



ASTM F442 
Pressure Rating- 315 psi 
C Factor- 150 
 
Black Iron Pipes 
Schedule 40 
ERW 
ASTM A53 
 

 

 
Name: _____________________________________________________________  
 
Legal capacity:_______________________________________________________  
 
Signature:___________________________________________________________   
 
Duly authorized to sign the Bid for and behalf of: ______________________________   
 
Date: _______________________ 

 

 


