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1.0 GENERAL: 1.1 ALL DIMENSIONS ARE SHOWN IN MILLIMETERS, ELEVATIONS ARE IN METERS,  ALL DIMENSIONS ARE SHOWN IN MILLIMETERS, ELEVATIONS ARE IN METERS,    UNLESS NOTED OTHERWISE. UNLESS NOTED OTHERWISE. 1.2 THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND CONDITIONS AT THE  THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND CONDITIONS AT THE    SITE, AND SHALL NOTIFY THE ENGINEER OF DISCREPANCIES BETWEEN ACTUAL SITE, AND SHALL NOTIFY THE ENGINEER OF DISCREPANCIES BETWEEN ACTUAL   CONDITIONS AND INFORMATION SHOWN ON THE DRAWINGS BEFORE PROCEEDING CONDITIONS AND INFORMATION SHOWN ON THE DRAWINGS BEFORE PROCEEDING   WITH THE WORK. THIS SHALL INCLUDE THE LOCATIONS AND DIMENSIONS OF WITH THE WORK. THIS SHALL INCLUDE THE LOCATIONS AND DIMENSIONS OF   GROOVES, REGLETS, SLEEVES, CURBS, OPENINGS, EMBEDDED OR A ATTACHED GROOVES, REGLETS, SLEEVES, CURBS, OPENINGS, EMBEDDED OR A ATTACHED   ITEMS, ETC. REFER TO ARCHITECTURAL, MECHANICAL, ELECTRICAL AND PLUMBING ITEMS, ETC. REFER TO ARCHITECTURAL, MECHANICAL, ELECTRICAL AND PLUMBING   DRAWINGS. DRAWINGS. 1.3 ALL DIMENSIONS SHALL TAKE PRECEDENCE OVER SCALE SHOWN ON PLANS,  ALL DIMENSIONS SHALL TAKE PRECEDENCE OVER SCALE SHOWN ON PLANS,    SECTIONS OR DETAILS. NOTES AND DETAILS ON DRAWINGS SHALL TAKE  SECTIONS OR DETAILS. NOTES AND DETAILS ON DRAWINGS SHALL TAKE    PRECEDENCE OVER GENERAL NOTES AND TYPICAL DETAILS. PRECEDENCE OVER GENERAL NOTES AND TYPICAL DETAILS. 1.4 THE CONTRACT STRUCTURAL DRAWINGS AND SPECIFICATIONS REPRESENT THE  THE CONTRACT STRUCTURAL DRAWINGS AND SPECIFICATIONS REPRESENT THE    FINISHED STRUCTURES. THEY DO NOT INDICATE THE METHOD OF CONSTRUCTION FINISHED STRUCTURES. THEY DO NOT INDICATE THE METHOD OF CONSTRUCTION   UNLESS SO STATED. THE CONTRACTOR SHALL PROVIDE ALL NECESSARY  UNLESS SO STATED. THE CONTRACTOR SHALL PROVIDE ALL NECESSARY    MEASURES TO PROTECT THE STRUCTURES, ADJACENT PROPERTIES, WORKMEN MEASURES TO PROTECT THE STRUCTURES, ADJACENT PROPERTIES, WORKMEN   AND OTHER PERSONS DURING ALL PHASES OF CONSTRUCTION. AND OTHER PERSONS DURING ALL PHASES OF CONSTRUCTION.   THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE OWNER AND/OR THE  THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE OWNER AND/OR THE    ENGINEER OF ANY CONDITION WHICH IN HIS OPINION MIGHT ENDANGER ENGINEER OF ANY CONDITION WHICH IN HIS OPINION MIGHT ENDANGER   THE STABILITY OF THE STRUCTURES OR CAUSE DISTRESS IN THE STRUCTURES. THE STABILITY OF THE STRUCTURES OR CAUSE DISTRESS IN THE STRUCTURES. 1.5 TYPICAL DETAILS AND GENERAL NOTES ON S-1 APPLY TO ALL PARTS OF THE TYPICAL DETAILS AND GENERAL NOTES ON S-1 APPLY TO ALL PARTS OF THE   JOB UNLESS OTHERWISE SHOWN ON THE DRAWINGS. JOB UNLESS OTHERWISE SHOWN ON THE DRAWINGS. 2.0 STANDARDS AND REFERENCES: THE FOLLOWING SHALL GOVERN THE DESIGN, FABRICATION AND CONSTRUCTION  OF THE PROJECT: 2.1 AMERICAN CONCRETE INSTITUTE (ACI PUBLICATIONS): AMERICAN CONCRETE INSTITUTE (ACI PUBLICATIONS):   ACI 318-95 BLDG CODE REQUIREMENTS FOR REINFORCED CONCRETE ACI 318-95 BLDG CODE REQUIREMENTS FOR REINFORCED CONCRETE   ACI SP-17 (90) DESIGN HANDBOOK, VOL. 1 ACI SP-17 (90) DESIGN HANDBOOK, VOL. 1   ACI SP-17A (91) DESIGN HANDBOOK, VOL. 2 ACI SP-17A (91) DESIGN HANDBOOK, VOL. 2   ACI 315-94 MANUAL OF STANDARD PRACTICE FOR DETAILS AND DETAILING ACI 315-94 MANUAL OF STANDARD PRACTICE FOR DETAILS AND DETAILING     OF CONCRETE REINFORCEMENT. OF CONCRETE REINFORCEMENT. 2.2 AMERICAN SOCIETY FOR TESTING MATERIALS (ASTM) AMERICAN SOCIETY FOR TESTING MATERIALS (ASTM) 2.3 NATIONAL STRUCTURAL CODE OF THE PHILIPPINES (NSCP) VOL. 1,  NATIONAL STRUCTURAL CODE OF THE PHILIPPINES (NSCP) VOL. 1,    SEVENTH EDITION, 2015 SEVENTH EDITION, 2015 2.4  UNIFORM BUILDING CODE (UBC), VOL. 2 1997 EDITION UNIFORM BUILDING CODE (UBC), VOL. 2 1997 EDITION 3.0 BASIC DESIGN LOADS: 3.1 DEAD LOADS (DL) DEAD LOADS (DL)   3.1.1 - METAL ROOFING     96 Pa 3.1.1 - METAL ROOFING     96 Pa 96 Pa Pa   3.1.2 - ELECTRICAL/MECHANICAL UTILITIES   240  Pa 3.1.2 - ELECTRICAL/MECHANICAL UTILITIES   240  Pa 240  Pa Pa   3.1.3 - TRUSS & BRACINGS    SELFWEIGHT OR AS COMPUTED 3.1.3 - TRUSS & BRACINGS    SELFWEIGHT OR AS COMPUTED SELFWEIGHT OR AS COMPUTED   3.1.4 - PURLIN      100  Pa 3.1.4 - PURLIN      100  Pa 100  Pa Pa   3.1.5 - CONCRETE      24 KN/m3 3.1.5 - CONCRETE      24 KN/m3 24 KN/m3 KN/m3   3.1.6 - STEEL       77.3  KN/m3 3.1.6 - STEEL       77.3  KN/m3 77.3  KN/m3 KN/m3 3.2 LIVE LOADS (LL) LIVE LOADS (LL)    - ROOF      1000 Pa - ROOF      1000 Pa 1000 Pa Pa    - COMMON AREA     4800 Pa - COMMON AREA     4800 Pa 4800 Pa Pa    - STOCK ROOMS     7200 Pa - STOCK ROOMS     7200 Pa 7200 Pa 3.3 WIND LOAD (WL) WIND LOAD (WL)   WIND LOADS ARE CALCULATED BASED ON THE RECOMMENDATIONS OF THE WIND LOADS ARE CALCULATED BASED ON THE RECOMMENDATIONS OF THE   NSCP-2015 WITH A MINIMUM BASIC WIND SPEED OF 250 KPH. NSCP-2015 WITH A MINIMUM BASIC WIND SPEED OF 250 KPH. 3.4 SEISMIC LOAD, E SEISMIC LOAD, E   SEISMIC LOADS FOR BUILDING ARE CALCULATED BASED ON THE RECOMMENDATION  SEISMIC LOADS FOR BUILDING ARE CALCULATED BASED ON THE RECOMMENDATION    OF THE NSCP VOL. 1, 7TH ED. OF THE NSCP VOL. 1, 7TH ED.   SEISMIC SOURCE TYPE     C SEISMIC SOURCE TYPE     C C   SOIL PROFILE             SOIL PROFILE               SEISMIC COEFFICIENT, Cv     C = 0.64 Nv SEISMIC COEFFICIENT, Cv     C = 0.64 Nv C = 0.64 Nv   SEISMIC COEFFICIENT, Ca     C = 0.44 Na SEISMIC COEFFICIENT, Ca     C = 0.44 Na C = 0.44 Na   SEISMIC ZONE FACTOR, (ZONE 4)    Z = 0.40 SEISMIC ZONE FACTOR, (ZONE 4)    Z = 0.40 Z = 0.40   IMPORTANCE FACTOR      I = 1.0 IMPORTANCE FACTOR      I = 1.0 I = 1.0   NUMERICAL COEFFICIENT     R = 8.5 NUMERICAL COEFFICIENT     R = 8.5 R = 8.5   NEAR SOURCE FACTOR, Nv     Nv = 1.0 NEAR SOURCE FACTOR, Nv     Nv = 1.0 Nv = 1.0   NEAR SOURCE FACTOR, Na     Na = 1.0NEAR SOURCE FACTOR, Na     Na = 1.0Na = 1.0
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4.0 MATERIALS: 4.1 NORMAL WEIGHT CONCRETE: NORMAL WEIGHT CONCRETE:   4.1.1 CONCRETE USED IN THIS WORK SHALL HAVE A MINIMUM COMPRESSIVE STRENGTH  4.1.1 CONCRETE USED IN THIS WORK SHALL HAVE A MINIMUM COMPRESSIVE STRENGTH  CONCRETE USED IN THIS WORK SHALL HAVE A MINIMUM COMPRESSIVE STRENGTH     @ 28 DAYS FOR ALL REINFORCED CONCRETE ELEMENTS AS FOLLOWS: @ 28 DAYS FOR ALL REINFORCED CONCRETE ELEMENTS AS FOLLOWS:     FOR FOUNDATION fc' = 28 MPa (4000 Psi) FOR FOUNDATION fc' = 28 MPa (4000 Psi)     FOR SLAB AND STAIR fc' = 21 MPa (3000 Psi) FOR SLAB AND STAIR fc' = 21 MPa (3000 Psi)   4.1.2  ALL CONCRETE SHALL BE DEPOSITED, VIBRATED AND CURED IN ACCORDANCE WITH  4.1.2  ALL CONCRETE SHALL BE DEPOSITED, VIBRATED AND CURED IN ACCORDANCE WITH  ALL CONCRETE SHALL BE DEPOSITED, VIBRATED AND CURED IN ACCORDANCE WITH     ACI STANDARD 318-95. ACI STANDARD 318-95.   4.1.3  CONCRETE COVER OVER REINFORCING BARS SHALL BE IN ACCORDANCE WITH 4.1.3  CONCRETE COVER OVER REINFORCING BARS SHALL BE IN ACCORDANCE WITH CONCRETE COVER OVER REINFORCING BARS SHALL BE IN ACCORDANCE WITH    ACI STANDARD 318-95. ACI STANDARD 318-95.   4.1.4 BEFORE CONCRETE IS POURED, CHECK WITH ALL TRADES TO ENSURE PROPER  4.1.4 BEFORE CONCRETE IS POURED, CHECK WITH ALL TRADES TO ENSURE PROPER  BEFORE CONCRETE IS POURED, CHECK WITH ALL TRADES TO ENSURE PROPER     PLACEMENT OF ALL OPENINGS, SLEEVES, CURBS, CONDUITS, ETC. RELATIVE TO  PLACEMENT OF ALL OPENINGS, SLEEVES, CURBS, CONDUITS, ETC. RELATIVE TO     THE WORK. THE WORK. 4.2 REINFORCING BARS: REINFORCING BARS:   4.2.1 UNLESS OTHERWISE SPECIFIED ON THE PLANS, ALL REINFORCING BARS SHALL BE  4.2.1 UNLESS OTHERWISE SPECIFIED ON THE PLANS, ALL REINFORCING BARS SHALL BE  UNLESS OTHERWISE SPECIFIED ON THE PLANS, ALL REINFORCING BARS SHALL BE     DEFORMED WITH A MINIMUM YIELD STRENGTH, DEFORMED WITH A MINIMUM YIELD STRENGTH,     fy = 275 MPa (40000 Psi) FOR Ø12mm & SMALLER fy = 275 MPa (40000 Psi) FOR Ø12mm & SMALLER     fy = 414 MPa (60000 Psi) FOR Ø16mm & LARGER fy = 414 MPa (60000 Psi) FOR Ø16mm & LARGER   4.2.2 ALL REINFORCING BARS SHALL BE CLEAN OR RUST, GREASE OR OTHER  4.2.2 ALL REINFORCING BARS SHALL BE CLEAN OR RUST, GREASE OR OTHER  ALL REINFORCING BARS SHALL BE CLEAN OR RUST, GREASE OR OTHER     MATERIALS WHICH TEND TO IMPAIR BOND. MATERIALS WHICH TEND TO IMPAIR BOND.   4.2.3 ALL REINFORCING BARS SHALL BE ACCURATELY AND SECURELY PLACED  4.2.3 ALL REINFORCING BARS SHALL BE ACCURATELY AND SECURELY PLACED  ALL REINFORCING BARS SHALL BE ACCURATELY AND SECURELY PLACED     BEFORE POURING CONCRETE OR APPLYING MORTAR OR GROUT. BEFORE POURING CONCRETE OR APPLYING MORTAR OR GROUT.   4.2.4 LAPPED SPLICES SHALL BE STAGGERED WHERE POSSIBLE. 4.2.4 LAPPED SPLICES SHALL BE STAGGERED WHERE POSSIBLE. LAPPED SPLICES SHALL BE STAGGERED WHERE POSSIBLE.   4.2.5 UNLESS INDICATED OTHERWISE, SPLICING OF REINFORCEMENT SHALL BE IN  4.2.5 UNLESS INDICATED OTHERWISE, SPLICING OF REINFORCEMENT SHALL BE IN  UNLESS INDICATED OTHERWISE, SPLICING OF REINFORCEMENT SHALL BE IN     ACCORDANCE WITH ACI STANDARD 318-95. ACCORDANCE WITH ACI STANDARD 318-95.   4.2.6 UNLESS SHOWN OTHERWISE ON PLANS, SPLICES SHALL BE AS FOLLOWS: 4.2.6 UNLESS SHOWN OTHERWISE ON PLANS, SPLICES SHALL BE AS FOLLOWS: UNLESS SHOWN OTHERWISE ON PLANS, SPLICES SHALL BE AS FOLLOWS:    BEAMS: TOP AND BOTTOM BARS SHALL NOT BE SPLICED WITHIN THE COLUMN BEAMS: TOP AND BOTTOM BARS SHALL NOT BE SPLICED WITHIN THE COLUMN    OR WITHIN A DISTANCE OF TWICE THE MEMBER DEPTH FROM THE FACE OF  OR WITHIN A DISTANCE OF TWICE THE MEMBER DEPTH FROM THE FACE OF     THE COLUMN; STIRRUPS SPACING ENCLOSING THE LAP SPLICES SHALL BE  THE COLUMN; STIRRUPS SPACING ENCLOSING THE LAP SPLICES SHALL BE     100mm. THE SPLICE LENGTH SHALL NOT BE LESS THAT THE LENGTH IN 100mm. THE SPLICE LENGTH SHALL NOT BE LESS THAT THE LENGTH IN    ITEM 4.2.9 BELOW. ITEM 4.2.9 BELOW.    COLUMNS: SPLICES WHEN PERMITTED SHALL BE MADE WITHIN THE CENTER COLUMNS: SPLICES WHEN PERMITTED SHALL BE MADE WITHIN THE CENTER    HALF OF COLUMN HEIGHT AND LAP SPLICE SHALL NOT BE LESS THAN  HALF OF COLUMN HEIGHT AND LAP SPLICE SHALL NOT BE LESS THAN     40 BAR DIAMETER. THE USE OF APPROVED MECHANICAL DEVICES MAY BE  40 BAR DIAMETER. THE USE OF APPROVED MECHANICAL DEVICES MAY BE     SPLICED AT ANY LEVEL AND THE MINIMUM VERTICAL DISTANCE BETWEEN TWO  SPLICED AT ANY LEVEL AND THE MINIMUM VERTICAL DISTANCE BETWEEN TWO     ADJACENT BAR SPLICES SHALL BE 600MM. ADJACENT BAR SPLICES SHALL BE 600MM.    CHB WALLS: VERTICAL BARS SHALL BE SPLICED AT THE TOP OF WALL CHB WALLS: VERTICAL BARS SHALL BE SPLICED AT THE TOP OF WALL    FOOTING OR TIE BEAM AND AT THE BOTTOM OF RC LINTEL BEAM IR BEAMS. FOOTING OR TIE BEAM AND AT THE BOTTOM OF RC LINTEL BEAM IR BEAMS.    SPLICED LENGTHS SHALL BE 600MM MIN. SPLICED LENGTHS SHALL BE 600MM MIN.   4.2.7 UNLESS INDICATDE OTHERWISE ALL BEAMS TERMINATING AT THE COLUMN SHALL 4.2.7 UNLESS INDICATDE OTHERWISE ALL BEAMS TERMINATING AT THE COLUMN SHALL UNLESS INDICATDE OTHERWISE ALL BEAMS TERMINATING AT THE COLUMN SHALL    HAVE TOP AND BOTTOM BARS EXTENDING TO THE FAR FACE OF THE COLUMN. HAVE TOP AND BOTTOM BARS EXTENDING TO THE FAR FACE OF THE COLUMN.    TERMINATING IN A STANDARD 90  HOOK LENGTH OF ANCHORAGE NOT LESS THAN TERMINATING IN A STANDARD 90° HOOK LENGTH OF ANCHORAGE NOT LESS THAN   600MM. 600MM.   4.2.8 SHOP DRAWINGS FOR BENDING AND CUTTING OF REINFORCEMENT SHALL BE  4.2.8 SHOP DRAWINGS FOR BENDING AND CUTTING OF REINFORCEMENT SHALL BE  SHOP DRAWINGS FOR BENDING AND CUTTING OF REINFORCEMENT SHALL BE     SUBMITTED FOR APPROVAL TO THE ENGINEER PRIOR TO FABRICATION. SUBMITTED FOR APPROVAL TO THE ENGINEER PRIOR TO FABRICATION.   4.2.9 SPLICE LENGTH OF REINFORCEMENT BARS SHALL BE AS FOLLOWS:4.2.9 SPLICE LENGTH OF REINFORCEMENT BARS SHALL BE AS FOLLOWS:SPLICE LENGTH OF REINFORCEMENT BARS SHALL BE AS FOLLOWS:

AutoCAD SHX Text
%%C25

AutoCAD SHX Text
1000

AutoCAD SHX Text
SPLICE LENGTH

AutoCAD SHX Text
SIZE OF REBARS

AutoCAD SHX Text
%%C16

AutoCAD SHX Text
%%C20

AutoCAD SHX Text
%%C12

AutoCAD SHX Text
%%C10

AutoCAD SHX Text
800

AutoCAD SHX Text
640

AutoCAD SHX Text
480

AutoCAD SHX Text
400

AutoCAD SHX Text
( MM )

AutoCAD SHX Text
65 MIN.

AutoCAD SHX Text
4d or

AutoCAD SHX Text
75 MIN.

AutoCAD SHX Text
6d or

AutoCAD SHX Text
12d

AutoCAD SHX Text
LENGTH (A)

AutoCAD SHX Text
REBAR END

AutoCAD SHX Text
> 25 AND < 32

AutoCAD SHX Text
> 16 AND < 25

AutoCAD SHX Text
180%%d

AutoCAD SHX Text
(STIRRUPS

AutoCAD SHX Text
AND TIES)

AutoCAD SHX Text
135%%D

AutoCAD SHX Text
< 25

AutoCAD SHX Text
< 16

AutoCAD SHX Text
8d

AutoCAD SHX Text
6d

AutoCAD SHX Text
4d

AutoCAD SHX Text
6d

AutoCAD SHX Text
> 25 AND < 32

AutoCAD SHX Text
90%%D

AutoCAD SHX Text
BEND ANGLE

AutoCAD SHX Text
SHAPE

AutoCAD SHX Text
< 25

AutoCAD SHX Text
BAR DIA.

AutoCAD SHX Text
(d)

AutoCAD SHX Text
8d

AutoCAD SHX Text
6d

AutoCAD SHX Text
HOOK (D)

AutoCAD SHX Text
DIA. OF INSIDE

AutoCAD SHX Text
  4.2.10 STANDARD HOOK: 4.2.10 STANDARD HOOK: STANDARD HOOK:    4.4 CONCRETE HOLLOW BLOCKS (CHB): CONCRETE HOLLOW BLOCKS (CHB):   4.4.1 CHB USED IN THESE WORKS SHALL HAVE A MINIMUM ULTIMATE  4.4.1 CHB USED IN THESE WORKS SHALL HAVE A MINIMUM ULTIMATE  CHB USED IN THESE WORKS SHALL HAVE A MINIMUM ULTIMATE     COMPRESSIVE STRENGTH @ 28 DAYS AS FOLLOWS; COMPRESSIVE STRENGTH @ 28 DAYS AS FOLLOWS;     100mm THICK NON-LOAD BEARING CHB, f'm = 2.40 mPa (350 Psi) 100mm THICK NON-LOAD BEARING CHB, f'm = 2.40 mPa (350 Psi)   4.4.2 ALL CELLS SHALL BE SOLIDLY FILLED WITH GROUT, CONCRETE SHALL HAVE A 4.4.2 ALL CELLS SHALL BE SOLIDLY FILLED WITH GROUT, CONCRETE SHALL HAVE A ALL CELLS SHALL BE SOLIDLY FILLED WITH GROUT, CONCRETE SHALL HAVE A    MINIMUM COMPRESSIVE STRENGTH OF 17.24 MPa (2500 Psi) @ 28 DAYS. MINIMUM COMPRESSIVE STRENGTH OF 17.24 MPa (2500 Psi) @ 28 DAYS.   4.4.3 UNLESS OTHERWISE INDICATED, CHB REINFORCEMENT SHALL BE 12mmØ 4.4.3 UNLESS OTHERWISE INDICATED, CHB REINFORCEMENT SHALL BE 12mmØ UNLESS OTHERWISE INDICATED, CHB REINFORCEMENT SHALL BE 12mmØ    HORIZONTAL BARS @ 600mm AND 12mmØ VERTICAL BARS @ 600mm. HORIZONTAL BARS @ 600mm AND 12mmØ VERTICAL BARS @ 600mm. 4.5 GRAVEL GRAVEL   4.5.1 MIN. GRAVEL SIZE FOR BEAMS, COLUMNS, SHEARWALLS AND SLABS SHALL BE 4.5.1 MIN. GRAVEL SIZE FOR BEAMS, COLUMNS, SHEARWALLS AND SLABS SHALL BE MIN. GRAVEL SIZE FOR BEAMS, COLUMNS, SHEARWALLS AND SLABS SHALL BE    SMALLER THAN 19mm.SMALLER THAN 19mm.
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5.0 MASONRY WALLS:  5.1 ALL MATERIALS AND WORKMANSHIP SHALL BE IN ACCORDANCE WITH THE  ALL MATERIALS AND WORKMANSHIP SHALL BE IN ACCORDANCE WITH THE    APPLICABLE STD. AND SPECIFICATIONS OF THE STRUCTURAL CODE OF THE  APPLICABLE STD. AND SPECIFICATIONS OF THE STRUCTURAL CODE OF THE    PHILIPPINES AND UNIFORM BLDG. CODE. PHILIPPINES AND UNIFORM BLDG. CODE. 5.2 CONCRETE MASONRY UNITS SHALL CONFORM TO ASTM C90 GRADE N. CONCRETE MASONRY UNITS SHALL CONFORM TO ASTM C90 GRADE N. 5.3  MORTAR AND GROUT FOR ALL CONCRETE MASONRY SHALL CONFORM TO MORTAR AND GROUT FOR ALL CONCRETE MASONRY SHALL CONFORM TO   ASTM 270 - TYPE M AND SHALL HAVE A MINIMUM OF 28 DAYS STANDARD  ASTM 270 - TYPE M AND SHALL HAVE A MINIMUM OF 28 DAYS STANDARD    CYLINDER COMPRESSIVE STRENGTH OF 17.5 MPa (2500 Psi) CYLINDER COMPRESSIVE STRENGTH OF 17.5 MPa (2500 Psi) 5.4  ALL CHB SHALL BE LAYED OUT WITH THE CELLS IN UNOBSTRUCTED VERTICAL ALL CHB SHALL BE LAYED OUT WITH THE CELLS IN UNOBSTRUCTED VERTICAL   CONTINUITY. ALL CELLS ESPECIALLY THOSE WITH REINFORCEMENT SHALL BE  CONTINUITY. ALL CELLS ESPECIALLY THOSE WITH REINFORCEMENT SHALL BE    FILLED WITH MORTAR. FILLED WITH MORTAR. 5.5 REINFORCEMENT, AS TABULATED BELOW, SHALL BE PROVIDED UNLESS  REINFORCEMENT, AS TABULATED BELOW, SHALL BE PROVIDED UNLESS    OTHERWISE SPECIFIED IN THE PLAN. OTHERWISE SPECIFIED IN THE PLAN. 5.6 MASONRY WALLS SHALL BE PROVIDED WITH BEAM BLOCK AS REQUIRED. MASONRY WALLS SHALL BE PROVIDED WITH BEAM BLOCK AS REQUIRED.   
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