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Section VI. Specifications 
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LOT 1 – RENOVATION OF SSS BAGUIO DORMITORY 

I. GENERAL SPECIFICATIONS 

A. WORKMANSHIP 

The work throughout shall be executed in the best and most thorough manner 
under the direction of and to the satisfaction of the SSS Engineer or 
Representative who will interpret the meaning of the drawings and 

specifications and shall have the authority to reject any works and materials, 
which in their judgment, are not in full accordance therewith required phases 

of work shall be done by skilled and competent men who are engaged or 
specialized in the type of work specified. 

B. SITE EXAMINATION 

Prospective bidders are required to conduct site inspection before the 
submission and opening of bid to determine all incidental materials and 

activities that are necessary to be furnished and executed to complete the 
project.  

Examine the site premises and all conditions apparent and visible therein. 

Consider all such conditions that may affect work. Measure every existing 
work/structure at site. Verify all given dimensions and deviations in the 

plans/drawings and Bill of Quantities. It shall be understood that the work 
covers all exposed external surface regardless of measurements made. 

C. PROTECTION OF WORK AND PROPERTY 

The contractor shall ensure protection of existing structures, properties and 
other areas not affected by the work specified. Any damage incurred during the 

activity shall be restored/repaired by the Contractor at their own expense, and 
it shall be done in a satisfactory and approved manner. 

Place warning signs where work is being undertaken. Remove work materials 

damaged by failure to provide protection, and replace with new work materials 
at no cost to the Owner. 

D. SUBMITTALS 

The Contractor shall submit samples of finishes, furnished materials and 
equivalent materials for approval of SSS Implementing Unit prior to 

installation or application. 

E. QUALITY OF MATERIALS 

All materials shall be new, free from defects, passed and conformed to 
International Standard and Philippine Standard set forth by Bureau of Product 
Standards - Department of Trade and Industry. 
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F. CLEANING 

Leave premises clean, neat and orderly. Remove all excess materials, soil, used 

containers, tools, equipment and supplies out of the SSS premises during the 
progress of work and upon completion of work. 

G. AS-BUILT PLAN AND ELECTRONIC FILE 

Three (3) sets as-built plans (11” x 17” or A3 paper size) duly signed and 
sealed by the Contractor’s Civil Engineer or Architect for civil-architectural 

plans, Electrical Engineer for electrical plans, Mechanical Engineer for 
mechanical plans and Electronics and Communications Engineer for structured 

cabling (voice and data) plans. 

The contractor shall likewise submit electronic file copy of as-built plans using 
AutoCAD software or other compatible CAD software. 

II. SCOPE OF WORKS AND MATERIAL SPECIFICATIONS 

 

Materials and work deemed necessary to complete the project but not specifically 
mentioned in the Specifications, working drawings or in the other contract 
documents are inferred and shall be supplied, installed and rendered by the 

contractor without extra cost to the owner. Such material shall be of the highest 
quality available, installed and applied in workmanlike manner at prescribed or 

appropriate locations. 

The work contemplated under this contract shall consist of furnishing all materials, 
labor, plant, tools and equipment, work permits including the satisfactory 

performance of all work necessary for the complete execution of all the work as 
shown on the plans, specifications and other contract documents. 

A. SCOPE OF WORKS 

1. General Requirements 
 

1.1 Reproduction of construction plans and preparation/printing of 
signed-and-sealed as-built plans 

1.2 Temporary board-up/site enclosure, protective covering for 
furniture/equipment and other safety requirements. (i.e. signage, 
fire extinguisher, medicine kit) 

1.3 Hauling & Disposal of waste/unusable materials, debris, etc. 
1.4 Temporary Facilities and Utilities; Warehouse/barracks including 

temporary electricity and water supply consumption 

2. Site Preparation 
 

2.1  Demolition of existing CHB wall partitions 
2.2 Stripping of existing floor finishes 

2.3 Demolition/dismantling of existing ceiling finishes including 
hangers, brackets, framing, and other items affected by ceiling 
replacement 
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2.4 Demolition/Dismantling/Removal of existing doors, cabinets, toilet 
fixtures, waterline & sanitary plumbing roughing-ins & other items 

affected by the renovation works including stripping of existing 
paint if necessary 

2.5 Demolition of glass partition (gym, perimeter glass partition) 
2.6 Demolition of existing concrete hollow block perimeter wall for 

installation of GD-05 

2.7 Dismantling of existing roofing sheet for replacement (gym) 
2.8 Floor leveling; ensure proper elevation and surface evenness as per 

approved plans and specification. 
 

3. Civil-Architectural Works 

 
3.1 Masonry/Concreting Works 

3.1.1 Supply & installation, masonry wall partition, 5’’ 
Concrete Hollow Block (CHB) laying including 
plastering and stiffener column 

3.1.2 Supply and installation, 1630mm x 60mm x 75mm thk 
Concrete counter for under counter cabinet (Pantry) 

3.1.3 Supply & installation, 1000mm x 600mm x 75mm thk 
Concrete counter for under counter cabinet (mini-dry 
pantry) 

 
3.2 Waterproofing Works 

3.2.1 Application of Polyurethane waterproofing – 2 coats (for 
toilets and showers only) 
 

3.3 Carpentry Works 
3.3.1 Supply & Installation, double face drywall partition using 

6mm fiber cement board on metal framing system with 
50mm rock wool sound insulation 

3.3.2 Supply & installation, 6mm thick fiber cement board 

ceiling on suspended metal furring system 
 

3.4 Cabinetry 
3.4.1 Supply & installation, 1630mm x 900mm x 600mm, 

20mm marine plywood under counter cabinet in high 

pressure laminated finish with polished granite countertop 
including 150mm splash board, complete cabinet 

hardware and accessories (pantry) 
3.4.2 Supply & installation, 1000mm x 900mm x 600mm, 

20mm marine plywood under counter cabinet in high 

pressure laminated finish with polished granite countertop 
including 150mm splash board, complete cabinet 

hardware and accessories (mini-dry pantry) 
3.4.3 Supply & installation, 1630 x 850mm x 400mm, 20mm 

marine plywood overhead cabinet in high pressure 

laminated finish with complete cabinet hardware and 
accessories (pantry) 
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3.4.4 Supply & installation, 4200mm x 1760mm x 300mm 
Built-in modular cabinet using 20mm thk marine plywood 

in 1.0 thk high pressure laminated finish, including 
cabinet hardware and accessories (MB1) 

3.4.5 Supply & installation, 2400mm x 2100mm x 600mm 
Built-in modular cabinet using 20mm thk marine plywood 
in 1.0mm thk high pressure laminated finish, including 

cabinet hardware and accessories (MB2) 
3.4.6 Supply & installation, 500mm x 150mm mirror ledge 

including support (common toilet) 
3.4.7 Supply & installation, 970mm x 150mm mirror ledge 

including support (toilet and bath-1) 

3.4.8 Supply & installation, 970mm x 150mm mirror ledge 
including support (toilet and bath-2) 

3.4.9 Supply & installation, 800mm x 150mm mirror ledge 
including support (common public toilet) 
 

3.5 Architectural Finishes 
 

3.5.1 Painting Works 
3.5.1.1 Painting of Ceiling (CF-01) 
3.5.1.2 Painting of Drywall partitions (WF-01) 

3.5.1.3 Painting of masonry wall partitions (WF-02) 
3.5.1.4 Painting of existing roof framing (gym) 

3.5.1.5 Painting of roof deck flooring using rubber paint 
 

3.5.2 Tile Works 

3.5.2.1 Supply & installation, 200mm x 1220mm x 
.0mm thk HDF Laminated flooring (FF-01) 

3.5.2.2 Supply & installation, 300mm x 300mm vinyl 
floor tile (FF-02) 

3.5.2.3 Supply & installation, 600mm x 600mm non-

skid ceramic floor tiles (FF-03) 
3.5.2.4 Supply & installation, 600mm x 600mm ceramic 

wall tiles porcelain finish (WF-03) 
3.5.2.5 Supply & installation, 300mm x 300mm ceramic 

accent wall tiles (WF-04) 

 
3.5.3 Specialty-Wall Finishes 

3.5.3.1 Supply & installation, 15mm x 205mm wpc 
indoor panel big grooved (WF-05) 

3.5.3.2 Supply & installation, 24mm x 169mm wpc 

indoor panel square groove (WF-06) 
3.5.3.3 Supply & installation, 50mm x 100mm wpc 

indoor timber tube 
 

3.5.4 Improvement of glass window 

3.5.4.1 Improvement of existing glass window; 
Repair/re-sealant of glass window and cleaning 
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of glass panels including repainting of window 
frames 

 
 

3.5.5 Mirror 
3.5.5.1 Supply & Installation, 500mm x 1050mm x 3mm 

thk beveled facial mirror (common  toilet) 

3.5.5.2 Supply & Installation, 970mm x 1050mm x 3mm 
thk beveled facial mirror (toilet and bath -1) 

3.5.5.3 Supply & Installation, 970mm x 1050mm x 3mm 
thk beveled facial mirror (toilet and bath -2) 

3.5.5.4 Supply & Installation, 800mm x 1050mm x 3mm 

thk beveled facial mirror (common public toilet) 
3.5.5.5 Supply & installation, 1200mm x 2550mm x 

6mm thk full height acrylic mirror (executive 
room) 

3.5.5.6 Supply & installation, 1400mm x 2550mm x 

6mm thk full height acrylic mirror (sharing room 
1) 

3.5.5.7 Supply & installation, 1430mm x 2100mm x 
6mm thk full height glass mirror (gym) 
 

3.5.6 Supply and installation of Korean blinds 
 

3.5.7 Doors and Windows 
 

3.5.7.1 WD-01, Supply & Installation, 900mm x 2100 

flush hollow core wood door in duco painted 
finish w/ cylindrical lockset & door closer, 

complete w/ door hardware and accessories 
(Sharing room, executive room, male & female 
dormitory) 

3.5.7.2 WD-02, Supply & installation, 900mm x 
2100mm flush hollow core wood door in duco 

painted finish w/ bottom louver, cylindrical 
lockset & door closer, complete w/ door 
hardware and accessories (Executive room toilet 

& bath) 
3.5.7.3 WD-03, Supply & installation, 750mm x 2100 

flush hollow core wood door in ducco painted 
finish w/  bottom louver, cylindrical lockset & 
door closer, complete w/ door hardware and 

accessories (Executive Room Toilet & Bath) 
3.5.7.4 WD-04, Supply & installation, 800mm x 

2150mm flush hollow core wood door in duco 
painted finish w/ bottom louver, cylindrical 
lockset & door closer, complete w/ door 

hardware and accessories (Common public toilet) 
3.5.7.5 WD-05, Supply & installation, 650mm x 2100 

flush hollow core wood door in ducco painted 
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finish w/ bottom louver, cylindrical lockset & 
door closer, complete w/ door hardware and 

accessories (Common Public Toilet, existing 
Male & Female Toilet) 

3.5.7.6 GD-01, Supply & Installation, 2320mm x 
1600mm Double leaf frameless glass door, 
12mm thick tempered clear glass panels on 

powder coated aluminum jamb, complete with 
patch fittings, patch lock, stainless steel H-type 

door handle and hardware/accessories including 
vinyl frosted sticker (lobby) 

3.5.7.7 GD-02, Supply & installation, 2100mm 950mm 

Single leaf frameless glass door, 12mm thick 
tempered clear glass panels on powder coated 

aluminum jamb, complete with patch fittings, 
patch lock, stainless steel H-type door handle and 
hardware/accessories including vinyl frosted 

sticker (Entrance hallway) 
3.5.7.8 GD-03, Supply & installation, 2100mm x 1000 

Single leaf frameless glass door, 12mm thick 
tempered clear glass panels on powder coated 
aluminum jamb, complete with patch fittings, 

patch lock, stainless steel H-type door handle and 
hardware/accessories including vinyl frosted 

sticker (entrance hallway) 
3.5.7.9 GD-04, Supply & Installation, 2100mm x 

1600mm Double leaf frameless glass door, 

12mm thick tempered clear glass panels on 
powder coated aluminum jamb, complete with 

patch fittings, patch lock, stainless steel H-type 
door handle and hardware/accessories including 
vinyl frosted sticker (Multi- purpose hall) 

3.5.7.10 GD-05, Supply & Installation, 2100mm x 
800mm Single leaf frameless glass door, 12mm 

thick tempered clear glass panels on powder 
coated aluminum jamb, complete with patch 
fittings, patch lock, Stainless steel H-type door 

handle and hardware/accessories including vinyl 
frosted sticker (entrance hallway) 

3.5.7.11 GSD-01, Supply & installation 2370mm x 
1550mm Double leaf glass sliding door, 12mm 
thick tempered clear glass panels on powder 

coated aluminum frame & jamb, complete with 
patch lock and hardware/accessories including 

vinyl frosted sticker (multi-purpose hall) 
3.5.7.12 GSD-02, Supply & installation, 2370mm 

1550mm Double leaf glass sliding door, 12mm 

thick tempered clear glass panels on powder 
coated aluminum frame & jamb, complete with 
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patch lock and hardware/accessories including 
vinyl frosted sticker (multi-purpose hall) 

3.5.7.13 GP-01, Supply & Installation, 12mm thick 
tempered glass on aluminum powder coated 

frame glass partition including vinyl frosted 
sticker (Lobby) 

3.5.7.14 GP-02, Supply & installation, 12mm thick 

tempered glass on aluminum powder coated 
frame glass partition including vinyl frosted 

sticker (entrance hallway) 
3.5.7.15 GP-03A, Supply & Installation, 12mm thick 

tempered glass on aluminum powder coated 

frame glass partition including vinyl frosted 
sticker (multi-purpose hall) 

3.5.7.16 GP-03B, Supply & Installation, 12mm thick 
tempered glass on aluminum powder coated 
frame glass partition including vinyl frosted 

sticker (multi-purpose hall) 
3.5.7.17 GP-04, Supply & installation, 12mm thick 

tempered glass on aluminum powder coated 
frame glass partition including vinyl frosted 
sticker (multi-purpose hall) 

3.5.7.18 GP-05, Supply & installation, 12mm thick 
tempered glass on aluminum powder coated 

frame glass partition including vinyl frosted 
sticker (lobby) 

3.5.7.19 GP-06, Supply & installation, 12mm thick 

tempered glass on aluminum powder coated 
frame glass partition including vinyl frosted 

sticker (female dormitory) 
3.5.7.20 GP-07, Supply & Installation, 12mm thick 

tempered glass on aluminum powder coated 

frame glass partition (male/female dormitory) 
3.5.7.21 GP-08 ,Supply & Installation, 12mm thk 

tempered glass on aluminum powder coated 
frame glass partition including vinyl frosted 
sticker (Male/Female dormitory) 

3.5.7.22 GP-09 ,Supply & Installation, 12mm thk 
tempered glass on aluminum powder coated 

frame glass partition including vinyl frosted 
sticker (Male/Female dormitory) 

3.5.7.23 WDW-01, Supply & installation, Awning 

window 6mm thick tempered glass on aluminum 
powder coated frame (Multi-purpose hall) 

3.5.7.24 WDW-01, Supply & installation, Fixed glass 
window 6mm thick tempered glass on aluminum 
powder coated frame (Multi-purpose hall) 

3.5.7.25 SD-01, Supply & installation, 800mm x 2100mm 
flush hollow core steel door & jamb painted 
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finish w/ bottom louver, complete w/ hardware & 
accessories (linen storage) 

3.5.7.26 SD-02, Supply & installation, 1000mm x 
2100mm flush hollow core steel door & jamb 

painted finish w/ bottom louver, complete w/ 
hardware & accessories (linen storage) 

3.5.7.27 SD-03, Supply & Installation, 900mm x 2100m 

Flush hollow core Steel Door & Jamb painted 
finish w/ bottom louver, complete w/ hardware & 

accessories (Fire exit) 
 

3.5.8 Roofing Works 

3.5.8.1 Supply and installation, pre-painted rib type 
roofing g.24 - 0.5mm thick including ridge, 

flashing, and roof gutters (gym) 
 

3.6 Plumbing Works 

 
3.6.1 Plumbing Fixtures 

3.6.1.1 Supply & Installation, tank type water closet, 
including fittings and accessories 

3.6.1.2 Supply & Installation, pedestal type lavatory 

including P-trap and all standard fittings and 
accessories 

3.6.1.3 Supply & Installation, faucet w/ shower mixer 
valve heater and shower head, including fittings 
and accessories 

3.6.1.4 Supply & Installation, slop sink faucet, including 
fittings and accessories 

3.6.1.5 Supply & Installation, lavatory faucet, including 
fittings and accessories 

3.6.1.6 Supply & Installation, handheld bidet, stainless 

steel including accessories 
3.6.1.7 Supply & Installation, 4” stainless steel floor 

drain 
3.6.1.8 Supply & Installation, hand dryer, automatic 
3.6.1.9 Supply & Installation, toilet roll dispenser 

3.6.1.10 Supply & Installation, Stainless steel single tub 
kitchen sink including faucet, drain fittings, 

grease trap, roughing-ins & complete accessories 
(pantry) 

3.6.1.11 Supply & Installation, 5” stainless steel trench 

drain (roof deck) 
 

3.6.2 Plumbing Rough-ins 
 
3.6.2.1 Non-Destructive Ferro scan testing of concrete 

slab for coring of sanitary pipes, including 
mobilization, scanning for reinforcement and 
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embedded utilities, data analysis, and submission 
of reports with marked locations for safe coring. 

3.6.2.2 2” & 3” ,Coring of concrete slab for sanitary pipe 
installation, including mobilization, layout and 

verification of core locations based on approved 
plans, drilling using diamond core bit (as  per 
required diameter), surface cleaning, protection 

of areas below the slab and water 
containment/management. 

3.6.2.3 Supply and installation of Waterline Plumbing 
Roughing-ins including chipping and repair of 
affected areas 

3.6.2.4 Supply and installation of Sanitary Plumbing 
Roughing-ins including chipping and repair on 

affected areas 
3.6.2.5 Supply and installation of roof storm pipe riser 

(gym's roof) 

 
3.6.3 Repair of existing pipe leakage (application of solvent 

cement, non-sag epoxy, sealant) 
 

4.  Electrical Works (w/ separate technical specifications) 

 
5. Mechanical Works (w/ separate technical specifications) 

 
6. Structured Cabling Works (w/ separate technical specifications) 

 

A. MATERIAL SPECIFICATIONS 

 

PARTICULARS DESCRIPTION REMARKS 

1. GENERAL REQUIREMENTS 

Temporary Board-up 

 

 

 

 

Enclosure: 6mm Fiber Cement Board 

Frame: Metal Studs, Metal Track 

Connection: Rivet, screw 

 

PREPARATION, SAFETY AND ACCESSABILITY 

 

• Use appropriate tools to cut 6mm fiber cement 

board. 

• Ensure screws penetrate the framing or secure 

backing to provide adequate support 

• Ensure that temporary board-ups do not 

obstruct emergency exits, windows, or 

ventilation systems critical for building safety 

functions. 

• Clearly mark temporary board-up with warning 

signs or labels to alert personnel and visitors 

 

 

 

 

 

 

 

2. CIVIL-ARCHITECTURAL WORKS 

Masonry/Concreting 

Masonry Wall Partition Material: Concrete Hollow Blocks (CHB)   
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PARTICULARS DESCRIPTION REMARKS 

Compressive strength: 400 psi 

Size: 125mm (5’’) 

Standard: Conforming to ASTM standards 

Mortar: Class A (1:2 mixture) 

Plaster: Class B (1:3 mixture) 

Plaster thickness: 20mm 

Reinforcement: Ø10mm Deformed bar, conforming to 

ASTM A615 

 

INSTALLATION 

 Mark out wall positions according to 

architectural plans. 

 Lay CHB starting from corners towards center. 

 Apply mortar evenly and ensure joints are 

fully filled 

 Place vertical rebar in specified spacing as per 

structural design. 

 Place horizontal rebar for every third course or 

specified by designer. 

 Ensure reinforcement is properly embedded in 

mortar. 

 Apply mixed cement and sand for plastering 

conforming to specified standard thickness. 

 

 

 

  

 

Concrete Countertop Concrete mix ratio: 1:2:4 

Gravel: ¾’’ 

Reinforcement: Deformed bar Ø10mm 

Spacing: 100mm both ways 

 

 Ensure proper reinforcement spacing 

 Secure proper dowels from stiffener columns/ 

beams 

 Remove formwork support at least 21 days for 

unsupported/cantilever concrete countertop, 

14 days for supported concrete countertop. 

 Ensure proper curing. 

 

Water Proofing 

Water Proofing (PU-D) Color: Gray 

Adhesion to concrete: >1.2MPA 

Shore A Hardness: >40 

Crack Bridging: up to 2mm 

Elongation at break: up to 400% 

Specific Gravity: 1.35kg/L 

Solid Content: at least 60% 

Toxicity: Non-Toxic 

Flammability: Non-Flammable 

Submit brochure 

Carpentry Works 

Drywall Partition w/ 

soundproofing 

Board material: Fiber cement board 

Thickness: 6mm 

Soundproofing insulation: rockwool 

Insulation thickness: 50mm 

 

Framing: 

 Metal studs, 35mm x 76mm x 3m x 0.60mm 

Submit brochure 
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PARTICULARS DESCRIPTION REMARKS 

 Metal track, 50mm x 75mm x 3m x 0.60mm 

 Fiber Cement Board 6mm x 1.2m x 2.4m 

 Blind Rivet 

 Fiber glass Mesh Tape 

 Fiber Cement screw 

 Screw  

Fiber Cement Board 

Ceiling 

Board material: Fiber cement board 

Thickness: 6mm 

 

FRAMING SYSTEM 

Carrying channel: 12mm x 38 x 5m G.24 

Framing: Double furring 19mm x 50mm x 5m G.25 

Wall angle: 25mm x 25mm x 3m, G.25 

Clip: W-clip, double 

Submit sample 

cut-out or 

brochure 

Under counter Cabinet w/ 

Countertop 

Material: Marine plywood 

Thickness: 20mm 

Finish: High Pressure Laminated Veneer 

Finish thickness: 1.0mm 

Countertop: Granite 

 

w/ complete cabinet hardware and accessories 

Submit sample 

or brochure 

Mirror Ledges Material: Marine Plywood 

Thickness: 20mm 

Finish: High Pressure Laminated Veneer 

Finish thickness: 1.0mm 

 

w/ proper supports and brackets  

 

Painting Works   

Painting of Plain Wall 

Surface  

Primer: Acrylic or Latex primer  

Paint: High quality latex paint  

Surface imperfection: Suitable putty 

No. of coats: 2 

 

SURFACE PREPARATION 

• Inspect the wall for any damage, cracks or 

loose materials. 

• Clean the surface thoroughly to remove any 

dirt, dust, grease, or other contaminants. Use 

a stiff brush effective cleaning. 

• Remove any efflorescence (white powdery 

substance) with a wire brush or muriatic acid 

solution. 

• Repair any cracks, holes, or damaged mortar 

joints using appropriate patching materials or 

mortar. 

• Allow repairs to dry and cure completely. 

• Sand down any rough areas or raised patches 

to create a smooth and even surface. 

• Remove any sanding dust with a brush or 

damp cloth. 

• Apply a suitable primer to the entire surface. 

• Mask off any adjacent surfaces, fixtures, or 

areas not to be painted using masking tape or 

 

 

 

 

Submit paint 

color swatches 

or brochure 
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PARTICULARS DESCRIPTION REMARKS 

paper sheeting. 

• Ensure the masonry surface is completely dry 

and before applying primer and paint. 

Painting of Wooden Doors 

& Cabinet, Duco Finish  

Primer: Lacquer Primer Surfacer 

Putty: Lacquer putty 

Topcoat: Automotive lacquer (3 coats) 

 

SURFACE PREPARATION AND APPLICATION 

• Ensure wood substrates are properly kiln-dried 

to appropriate moisture levels to prevent 

future warping or paint failures. 

• Remove all dust, dirt, grease, and other 

contaminants from the surfaces. For 

previously painted surfaces, strip off old paint 

using appropriate paint removers or sanding 

methods. 

• Smoothen the wood surface by sanding along 

the grain using fine-grit sandpaper. Wipe off 

all sanding dust with a clean, damp cloth. 

• Apply lacquer primer evenly using a spray gun 

and allow it to dry 

• Fill imperfections with putty, let it dry and 

sand smooth. 

• Apply multiple coats of lacquer topcoat, 

allowing each coat to dry before sanding 

lightly in between. 

• Repeat until the desired smoothness and 

finish are achieved. 

• Allow the final coat to be cured completely 

before handling or installing. 

 

 

 

 

 

 

 

 

 

 

 

 

Submit paint 

color swatches 

or brochure 

Painting of Roof Steel 

frame 

Primer: Epoxy primer 

Topcoat: Automotive Lacquer/Epoxy Enamel 

 

Surface preparation: 

 

-Clean off loose materials such as dust, rust, old paint 

or anything that can be manually removed by using a 

broom, a chisel, scraper, sandpaper or steel brush. 

-Repair voids cracks, nicks, holes, etc. with the proper 

patching /sealant material or same material as the 

surface finish.  

-All areas to be painted must be dry and thoroughly 

clean. 

 

 

 

 

Submit paint 

color swatches 

or brochure 

Tile Works   

HDF Laminated Flooring 

 

Size: 200mm x 1220mm 

Thickness: 8mm 

Adhesive: suitable adhesive 

 

FLOOR PREPARATION: 

• Ensure the subfloor is clean, dry, level, and 

free from dust, grease, or debris. 

• Allow flooring materials to acclimatize 24-48 

hours at room temperature before installation. 

Submit sample 

cur-out or swatch 

or brochure 
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PARTICULARS DESCRIPTION REMARKS 

Floor tiles Material: Porcelain tile 

Size: 300mm x 300mm   

Adhesive: suitable adhesive  

 

Material: Non-skid Porcelain 

Size: 600mm x 600mm 

Adhesive: suitable adhesive 

 

FLOOR PREPARATION: 

• Ensure the subfloor is clean, dry, level, and 

free from dust, grease, or debris. 

• Allow flooring materials to acclimatize 24-48 

hours at room temperature before installation. 

Submit sample 

or brochure 

Gym Rubber Matting Material: High Density Rubber (heavy duty) 

Size: 500mm x 500mm 

Thickness: 20mm 

Connection: interlocking 

 

Properties: 

• Shock absorption 

• Non-toxic 

• Smooth top surface 

• With density of 800-850 kg/m^3  

Submit swatch 
or brochure 

Wall tiles Material: Ceramic tile 

Size: 300mm x 300mm 

Adhesive: suitable adhesive 

 

Material: Porcelain tile 

Size: 600mm x 600mm 

Thickness: 

Adhesive: suitable adhesive 

 

WALL PREPARATION: 

• Ensure the subfloor is clean, dry, level, and 

free from dust, grease, or debris. 

• Allow flooring materials to acclimatize 24-48 

hours at room temperature before installation. 

 

 

 

Submit sample 

or brochure 

Special Wall finishes 

WPC indoor Panel BIG GROOVED  

Material: Wood Plastic Composite (WPC) 

Size: 15mm x 205mm 

 

Use: 

-Bracket 

-Sealant 

-Suitable adhesive 

 

SQUARE GROOVED 

Material: Wood Plastic Composite (WPC) 

Size: 24mm x 169mm 

 

Use: 

-Bracket 

 

 

 

 

Submit sample 

cut-out or swatch 

or brochure 
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PARTICULARS DESCRIPTION REMARKS 

-Sealant 

-Suitable adhesive 

WPC indoor timber tube Material: Wood Plastic Composite (WPC) 

Size: 50mm x 100mm 

 

-Complete with accessories 

Submit sample 

cut-out or swatch 

or brochure 

Specialty Works 

Mirror TOILET MIRROR 

Material: Glass mirror 

Thickness: 3mm 

 

FULL HEIGHT MIRROR 

Material: Glass mirror 

Thickness: 6mm 

 

- Use proper backing (rigid flat backing) 

 

 

Blinds Blinds: Korean Blinds 

 

w/ complete hardware and accessories 

Submit sample or 

swatch 

or brochure 

Wooden Door 

 

-WD-01, Supply & installation, 900mm x 2100 flush 

hollow core wood door in duco painted finish w/ 

cylindrical lockset & door closer, complete w/ door 

hardware and accessories  

 

-WD-02, Supply & installation, 900mm x 2100 flush 

hollow core wood door in ducco painted finish w/ 

bottom louver, cylindrical lockset & door closer, 

complete w/ door hardware and accessories 

 

-WD-03, Supply & installation, 750mm x 2100 flush 

hollow core wood door in ducco painted finish w/ 

bottom louver, cylindrical lockset & door closer, 

complete w/ door hardware and accessories  

 

-WD-04, Supply & installation, 800mm x 2150 flush 

hollow core wood door in ducco painted finish w/ 

bottom louver, cylindrical lockset & door closer, 

complete w/ door hardware and accessories  

 

-WD-05, Supply & installation, 650mm x 2100 flush 

hollow core wood door in ducco painted finish w/ 

bottom louver, cylindrical lockset & door closer, 

complete w/ door hardware and accessories  

 

Glass Door 

 

-GD-01, Supply & Installation, 2320mm x 1600mm 

Double leaf frameless glass door, 12mm thick 

tempered clear glass panels on powder coated 

aluminum jamb, complete with patch fittings, patch 

lock, Stainless steel H-type door handle and 

hardware/accessories including vinyl frosted sticker 

 

-GD-02, Supply & Installation, 2100mm x 1600mm 

Double leaf frameless glass door, 12mm thick 
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tempered clear glass panels on powder coated 

aluminum jamb, complete with patch fittings, patch 

lock, Stainless steel H-type door handle and 

hardware/accessories including vinyl frosted sticker  

 

-GD-03, Supply & Installation, 2100mm x 950mm 

Single leaf frameless glass door, 12mm thick tempered 

clear glass panels on powder coated aluminum jamb, 

complete with patch fittings, patch lock, Stainless steel 

H-type door handle and hardware/accessories 

including vinyl frosted sticker  

 

-GD-04, Supply & Installation, 2100mm x 1600mm 

Double leaf frameless glass door, 12mm thick 

tempered clear glass panels on powder coated 

aluminum jamb, complete with patch fittings, patch 

lock, Stainless steel H-type door handle and 

hardware/accessories including vinyl frosted sticker  

 

-GD-05, Supply & Installation, 2100mm x 800mm 

Single leaf frameless glass door, 12mm thick tempered 

clear glass panels on powder coated aluminum jamb, 

complete with patch fittings, patch lock, Stainless steel 

H-type door handle and hardware/accessories 

including vinyl frosted sticker  

 

-GSD-01, Supply & Installation, 2370mm x 1550mm 

Double leaf glass sliding door, 12mm thick tempered 

clear glass panels on powder coated aluminum frame 

& jamb, complete with patch lock, and 

hardware/accessories including vinyl frosted sticker  

 

-GSD-02, Supply & Installation, 2370mm x 1550mm 

Double leaf glass sliding door, 12mm thick tempered 

clear glass panels on powder coated aluminum frame 

& jamb, complete with patch lock, and 

hardware/accessories including vinyl frosted sticker 

(multi-purpose hall) 

Glass Partition 

 

-GP-01, Supply & Installation, 12mm thk tempered 

glass on aluminum powder coated frame glass 

partition including vinyl frosted sticker  

 

-GP-02, Supply & Installation, 12mm thk tempered 

glass on aluminum powder coated frame glass 

partition including vinyl frosted sticker 

 

-GP-03A, Supply & Installation, 12mm thk tempered 

glass on aluminum powder coated frame glass 

partition including vinyl frosted sticker (multi-purpose 

hall) 

 

-GP-03B, Supply & Installation, 12mm thk tempered 

glass on aluminum powder coated frame glass 

partition including vinyl frosted sticker (multi-purpose 

hall) 
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-GP-04, Supply & Installation, 12mm thk tempered 

glass on aluminum powder coated frame glass 

partition including vinyl frosted sticker (multi-purpose 

hall) 

 

-GP-05, Supply & Installation, 12mm thk tempered 

glass on aluminum powder coated frame glass 

partition including vinyl frosted sticker  

 

-GP-06, Supply & Installation, 12mm thk tempered 

glass on aluminum powder coated frame glass 

partition including vinyl frosted sticker 

 

-GP-07, Supply & Installation, 12mm thk tempered 

glass on aluminum powder coated frame glass 

partition 

 

-GP-08, Supply & Installation, 12mm thk tempered 

glass on aluminum powder coated frame glass 

partition including vinyl frosted sticker 

 

-GP-09, Supply & Installation, 12mm thk tempered 

glass on aluminum powder coated frame glass 

partition including vinyl frosted sticker  

Steel Door -SD-01, Supply & Installation, 0.8m x 2.10m Flush 

hollow core Steel Door Steel Door & Jamb painted 

finish w/ bottom louver, complete w/ hardware & 

accessories 

 

-SD-02, Supply & Installation, 1000mm x 2.10m Flush 

hollow core Steel Door Steel Door & Jamb painted 

finish w/ bottom louver, complete w/ hardware & 

accessories 

 

SD-03, Supply & Installation, 900mm x 2100m Flush 

hollow core Steel Door & Jamb painted finish w/ 

bottom louver, complete w/ hardware & accessories 

 

Replacement of Roofing 

sheets 

Material: Pre-painted rib type roofing g.24 including 

ridge, flashing, and roof gutters 

 

Screw: Tek screw 

 

Plumbing Works 

Plumbing fixtures - Water Closet, Tank Type, rimless with soft 

closing seat and cover including fittings & 

accessories (690L x 370W x 790H) 

- Pedestal type lavatory including pop up drain, 

lavatory faucet, p-trap, flexible hose, angle 

valve with complete fittings and accessories 

- Slop Sink Faucet, Stainless steel faucet, 

including fittings and accessories 

- Lavatory faucet, Stainless steel, single hole 

single lever basin faucet including fittings and 
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accessories 

- Handheld Bidet, stainless coated including 

accessories 

- Floor drain, 4’’ Stainless steel floor drain 

- Hand dryer, automatic 

- Toilet Roll Dispenser, jumbo 

- Grease trap, 5 gpm w/ 10-pound grease 

capacity, Stainless Steel 

- Stainless steel kitchen sink, Single Tub, w/ 

stainless steel faucet including fittings and 

accessories 

- 5’’ Stainless steel trench drain 

- faucet w/ shower mixer valve heater, shower 

head, and handheld shower head 

Waterline Plumbing 

Roughing-ins 

Pipe: Poly Propylene Pipes (PPR - PN20) & Fittings, 

heavy duty 

Fittings: PPR – PN20 

Valves: Brass or Stainless-Steel Ball, w/ PPR 

connection 

Accessories: Use compatible pipe clips, hangers, and 

supports 

Joining: Heat fusion method 

 

Quality Assurance 

• Ensure that all vertical and horizontal pipe 

runs are securely anchored. 

• Conduct hydrostatic pressure testing at 1.5 

times its working pressure. 

 

Adhere to National Plumbing Code of The Philippines 

(NPCP) for design and installation. 

Submit brochure 

Sanitary Plumbing 

Roughing-ins 

 

 

 

 

Pipe: Unplasticized polyvinyl chloride (uPVC), series 

1000(orange) & fittings, heavy duty 

Fittings: Unplasticized polyvinyl chloride (uPVC) 

Accessories: Use compatible pipe clips, hangers, and 

supports 

Joining: Solvent 400cc 

Slope: 1% (Minimum), 2% (Maximum) 

P-trap: Unplasticized polyvinyl chloride (uPVC), G.I. 

(for lavatory) 

  

Quality Assurance 

• Ensure that all vertical and horizontal pipe 

runs are securely anchored. 

• Insulate pipes that pass-through areas 

exposed to temperature variations to prevent 

condensation. 

• Conduct Gravity/Water leak testing. 

 

Adhere to National Plumbing Code of the Philippines 

(NPCP) for design and installation. 

Submit brochure 

Ferro scanning 

 

 

Equipment requirements: 

 

-Non-destructive Ferro scanner 
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-200mm minimum scan depth  

 

Execution 

 Conduct scanning at all proposed coring 

locations 

 Identify the presence and depth of embedded 

objects. 

 Mark safe coring areas with clear guidelines 

on-site 

 

Submit a scanning report with a rebar layout before 

coring. 

Coring of concrete slab 

 

 

 

Coring Machine: Diamond drill coring machine 

Coring bit size requirement:  

 

Core Size 

2’’ 

3’’ 

 

Preparation: 

• Identify the drilling location by ferro scanning 

• Secure the coring machine properly 

• Ensure water cooling is available for wet 

coring 

 

Coring Process: 

• Start with low speed for initial cutting. 

• Gradually increase speed to prevent 

overheating 

• Apply steady pressure while drilling to avoid 

misalignment 

 

3. ELECTRO-MECHANICAL WORKS (with separate material specifications) 

4. STRUCTURED CABLING (with separate material specifications) 

 

III. WARRANTY 

 
The defects liability period shall be one (1) year from the project completion up to 

Final Acceptance by the SSS. During this period, the Contractor shall undertake the 
repair works, at his own expense, of any damage to the works on account of the use 
of materials of inferior quality, within ninety (90) days from the time the SSS has 

issued an order to undertake repair.  

 

 

 

 

 

 

 

 

 


