
 
ANNEX A.3 

 
This amends GCC Clause 6.2 under the Special Conditions of the Contract of the Bidding 
Documents. 
 
Scope of Work 
 
Supply and Installations: 
 
1. Supply necessary materials and equipment, personnel, tools, technical personnel for the 

implementation of the project. Damages incurred by the contractor during the implementation 
must be restored without any cost to SSS. 

 
2. Any other materials and equipment necessary to complete the project shall be in the 

accountabilities of the contractor. 
 
3. All 6 units POE Switches must be managed and gigabit all 24 ports with SFP 4 slots & 2 slots 

RJ45 uplink. 
 
4. All 6 units POE Switches, interconnect to SFP Fiber Optic Switches to 2/F Data Cabinet. 
 
5. 4 units of Non-POE Managed switches 12-ports with 4-SFP slots and 2-slots RJ45 uplink. 
 
6. NVR64 channel input source connected to Gigabit ports from POE switches with 55” LED 

monitor & keyboard/mouse each NVR on the Data Cabinet, please see the attached 
specification requirement. 

 
7. All SFP modules must be Duplex Fibers Transceivers industrial type, please see the attached 

specification requirement. 
 
8. All Data Cabinet must be vented front door and sidings, provided cable manager, patch panel 

for CAT6 & patch panel for fiber optic. UTP runs cables must be CAT6 solid with end I/O into 
patch panel by 24 ports end to CCTV IP Camera. 

 
9. All CCTV IP Camera must be POE 4MP Mini bullet indoor/outdoor, please see attached 

specification requirement. 
 
10. All 3 units PC monitoring, with 55” LED monitor must have Certificate of Authenticity (COA) 

sticker or license key must be embedded in BIOS / Windows 10, please see the attached 
specification requirement. 

 
11. Steel Wall Box Data Cabinet must be provided and installed to Guard house G/F, please see 

the attached specification requirement. 
 
12. The Fiber Optic Cable, 4 cores round cable, runs from 2/F EFMD CCTV Data Cabinet (Existing) 

to 11/F Data Cabinet to be provided with patch panel 24ports, cable manager, patch panel for 
fiber optic both 2/F and 11/F Data Cabinet. 

 
13. The Fiber Optic Cable runs from 2/F EFMD CCTV Data Cabinet (Existing) going to Machine room 

G/F to be provided new cabinet with patch panel 24ports, cable manager, patch panel for fiber 
optic. 

 
14. All CCTV IP Camera installed in the parking area or in the side walk perimeter must use Shelf 

angle bracket, please see the attached specification requirement. 
 



15. All Cables and Fiber Optic, roughing-ins shall be embedded with complete accessories for 
indoor PVC for outdoor IMC/EMT or its equivalent and must adhere to and comply with the 
Philippine Electrical Code and among others. 

 
16. All Cables that need to be crossed must be externally outdoor piped underground. 
 
17. All imported cabling components should be end to end brand and must be approved and 

evaluated by technical team of EFMD prior to installation. 
 
18. Preparation and submission of three (3) sets 20” x 30” white print as-built plans duly signed 

and sealed by a Professional Electronics and Communication Engineer. The contractor must 
also submit electronic copy of the as-built plan using AutoCAD software. All manuals and 
brochure of the installed items must be submitted to EFMD. 

 
19.  All items must have approval from EFMD prior to installation. 
 
 

 
 


