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Bid Bulletin No.3 dated 24 September 2026 
UPGRADE OF CCTV AT MAKATI BUILDING 

ANNEX “A” 
 
PROJECT: UPGRADE OF CCTV AT MAKATI BUILDING 
 
WRITTEN QUERIES: 
 

Item 
# 

Query/Clarifications TWG/BAC Reply 

1 In the latest TOR, the requirement is 
for one (1) unit of a 64-channel NVR 
and one (1) unit of a 32-channel NVR. 
However, in the latest BOQ format, 
the requirement has been revised to 
two (2) units of 64-channel NVRs. 
Could you please confirm the final 
requirement for this tender? There will 
be changes if we are required to 
propose two (2) units of 64-channel 
NVRs compared with the original 
requirement of one (1) unit of 64-
channel and one (1) unit of 32-
channel NVR. 
 
Reference: BOQ Item No. II 

The latest BOQ will prevail, indicating 2 
units of 64-channel NVR. 
 
This amends the Bill of Quantities (BOQ) 
and Technical Specifications. Please refer to 
Annexes A.1 and A.2. 
 

2 Under the Scope of Work on page 60 
and the HLD diagram on page 66, the 
requirement is for two (2) units of an 
8-port managed switch with SFP ports 
and two (2) uplink ports. However, in 
the latest BOQ, the requirement has 
been revised to a 12-port managed 
switch with four (4) SFP slots and two 
(2) RJ45 uplink ports. 
 
We would like to clarify the final 
quantity and specifications that 
should be considered for this tender. 
Should we proceed based on the 
requirements stated in the latest 
BOQ? 
 
If we are to follow the latest BOQ, 
please confirm whether the final 
requirement is four (4) units of a 12-
port managed switch, with 12 RJ45 
ports, four (4) SFP slots, and two (2) 
RJ45 uplink ports. 
 
Reference: Special Conditions 
Contract P.60 GCC Clause 6.2, Item 
No. 5 
 
 

Follow the latest BOQ. Refer to Annex A.1 
Revised Bill of Quantities (BOQ) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
This amends GCC Clause 6.2 under the 
Special Conditions of the Contract of the 
Bidding Documents. Refer to Annex A.3 
Revised Scope of Work. 
 
 

3 Fibre optic transceivers (Duplex Fiber 
Transceivers) – quantity, protocol 
standard (1G/10G), and media type 
(SM/MM)? 

Quantity: 20 units 
For the specifications, refer to Annex A.2 
Revised Technical Specification. 
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4 The Secretary's Certificate template 
appearing on page 96 reflects the 
same information contained in the 
Secretary's Certificate (Joint Venture) 
template. May we clarify if we can 
modify the information in the 
Secretary's Certificate (Corporation) 
or will you issue and provide us with 
the new copy of the Secretary's 
Certificate (Corporation) template? 

This amends the Secretary’s Certificate 
(Corporation) of the Bidding Documents. 
Refer to Annex A.4. 

5 We would like to clarify on what is the 
required recording retention period 
for the 64-channel NVR and 32-
channel NVR? 
 
Additionally, what is the required 
frame rate for the recording, and 
should the recording be configured for 
motion detection or continuous 
recording? 

There is no specific retention period 
requirement. 
 
 
 
No specific frame rate for the recording. 
Recording configuration must be capable of 
recording in motion detection mode and 
also in continuous recording mode. 
 
This amends the Technical Specifications. 
Refer to Annex A.2. 

 
 


